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NX-WALLPLATE-5 Vertical Keypad Wall Plate 
Adaptor Installation Sheet 

EN 

Figure 1: Wall plate installation example 

Figure 2: Tamper mounting hole and break-away surface 

Description 

This wall plate adaptor is designed for keypad retrofit situations 

where a larger keypad such as NX-108, NX-148, NX-1192 or 

NX-13xx series was previously installed. The wall plate will 

cover the previous keypad’s footprint and cover up the 

unpainted surface or any blemishes on the wall due to the 

removal of the existing keypad. The wall plate can be used 

with following keypads: NXG-1820E, NX-1820E, NX-1811E, 

NX-1812E, NX-1815E. 

Installation 

Observe the following guidelines when installing the wall plate: 

• Position the wall plate to afford the best coverage of the

old mounting location.

Installing the Wall Plate 

1. Hold the wall plate against the mounting surface and mark

the wall plate mounting and tamper holes. See Figure 1.

2. Insert anchors into the wall at the marked locations where

studs are not present.  Note: Wall plate mounting

hardware is not provided.

3. Mount the wall plate on the wall with screws.

Optional Tamper Mounting 

To enable the tamper function of NXG-1820E and NX-1815E, 

the wall plate will require using the supplied tamper screw at 

the location shown in Figure 2.  

Note: Tamper screw must be installed into a stud. 

Installing the Keypad 

1. Secure the keypad back plate to the wall plate with the

four pan head screws provided.

2. Attach the keypad to the back plate following the

instructions for your keypad.

Specifications 

Material ABS plastic 

Colour white, RAL 9003 

Dimensions (W × H × D) 177 x 147 x 6 mm 

Weight 6 g 

Regulatory information 

Manufacturer PLACED ON THE MARKET BY: 

KGS Fire & Security Americas Corporation Inc. 

13995 Pasteur Blvd 

Palm Beach Gardens, FL 33418, USA 

AUTHORIZED EU REPRESENTATIVE: 

KGS Fire & Security B.V. 

Kelvinstraat 7, 6003 DH Weert, Netherlands 

Product warnings 

and disclaimers 

THESE PRODUCTS ARE INTENDED FOR 

SALE TO AND INSTALLATION BY QUALIFIED 

PROFESSIONALS. KGS FIRE & SECURITY 

CANNOT PROVIDE ANY ASSURANCE THAT 

ANY PERSON OR ENTITY BUYING ITS 

PRODUCTS, INCLUDING ANY 

“AUTHORIZED DEALER” OR “AUTHORIZED 

RESELLER”, IS PROPERLY TRAINED OR 

EXPERIENCED TO CORRECTLY INSTALL 

FIRE AND SECURITY RELATED PRODUCTS. 
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For more information on warranty disclaimers and 

product safety information, please check 

https://firesecurityproducts.com/policy/product-

warning/ or scan the QR code. 

REACH Product may contain substances that are also 

Candidate List substances in a concentration 

above 0.1% w/w, per the most recently published 

Candidate List found at ECHA Web site. 

Safe use information can be found at 
https://firesecurityproducts.com/en/content/intrusi
on-intro 

2012/19/EU (WEEE directive): Products marked 

with this symbol cannot be disposed of as 

unsorted municipal waste in the European Union. 

For proper recycling, return this product to your 

local supplier upon the purchase of equivalent 

new equipment, or dispose of it at designated 

collection points. For more information see: 

www.utcfssecurityproducts.eu/recycle/. 

Contact information 

www.aritech.com
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