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 THESE PRODUCTS ARE INTENDED FOR SALE TO AND 

INSTALLATION BY QUALIFIED PROFESSIONALS. KGS FIRE & 

SECURITY B.V. CANNOT PROVIDE ANY ASSURANCE THAT ANY 

PERSON OR ENTITY BUYING ITS PRODUCTS, INCLUDING ANY 

ñAUTHORIZED DEALERò OR ñAUTHORIZED RESELLERò, IS 
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agreement  

 BY DOWNLOADING, INSTALLING OR USING THE SOFTWARE, 

YOU AGREE TO BE BOUND BY THIS END USER LICENSE 

AGREEMENT (THE ñAGREEMENTò). IF YOU DO NOT AGREE, 

DO NOT INSTALL, COPY OR USE THE SOFTWARE; YOU MUST 

DELETE OR DESTROY ANY COPY IN YOUR POSSESSION OR 

CONTROL. This Agreement is between you (ñyouò or ñyourò) 

and KGS Fire & Security . (ñLicensorò) for the Software that 

accompanies this Agreement, including all associated media, 

printed or electronic documentation (collectively, the 

ñSoftwareò). 

LIMITED ACCESS SOFTWARE: IF YOU HAVE OBTAINED A 

TRIAL VERSION OF THE SOFTWARE, YOUR ACCESS TO THE 

SOFTWARE WILL BE LIMITED AND YOU WILL NOT BE ABLE 

TO TAKE ADVANTAGE OF ALL OF THE SOFTWARE FEATURES 
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LICENSE FROM LICENSOR AND OBTAIN A KEY/CODE TO 

UNLOCK THE ADDITIONAL FEATURES.  

FOR THE SAKE OF CLARITY, THE AGREEMENT SHALL APPLY 

https://firesecurityproducts.com/policy/product-warning/
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TO THE SOFTWARE, WHICH INCLUDES BOTH THE TRIAL 

VERSION AND THE FULL LICENSED VERSION.  

1. License Grants .  During the term of this Agreement and 

conditioned upon your full compliance with all of the Agreementôs 

terms and conditions, Licensor grants to you the following licenses: 

1.1. Software. Licensor grants to you a personal, nonexclusive, 

nonsublicensable, nontransferable revocable license to install 

and use the Software on any computer or similar device, such as 

a network server used to install or run the Software on other 

computers over a computer network. 

1.2 Documentation. Licensor grants to you a personal, nonexclusive, 

nonsublicensable, nontransferable, revocable license to make 

and use a reasonable number of copies of documentation 

provided with the Software for your internal use in connection 

with your use of the Software; provided that you reproduce all 

copyright and other proprietary notices that are on the original 

copies. 

2. License Limitations .  The license(s) granted in Section 1 are 

conditioned upon your compliance with the following limitations: 

2.1 Reverse Engineering. You may not decompile, decipher, 

disassemble, reverse engineer or otherwise attempt to access 

source code of the Software, or circumvent any technical 

limitations in the Software that limit or restrict access to or use of 

the Software or any content, file, or other work, except as 

expressly permitted by applicable law notwithstanding this 

limitation. 

2.2 No Distribution, Rental or Transfer. You may not distribute, 

publish, rent, lease, lend, transfer, sublicense, disclose or 

otherwise provide the Software to any third party, except that the 

initial user of the Software may make a one-time permanent 

transfer of this Agreement and Software to another end user, 

provided the initial user retains no copies of the Software.  This 

transfer must include all of the Software (including all component 

parts, the media and printed materials, documentation, any 

upgrades and this Agreement).  The transfer may not be an 

indirect transfer, such as a consignment.  Before the transfer, the 

end user receiving the Software must agree to all the terms and 

conditions of this Agreement.  Prior to any such transfer, you 

must notify Licensor in writing of the name and address of the 

new end user. 

2.3 No Modification or Derivative Works. You may not modify or 

create derivative works of the Software, in whole or in part. 

2.4 Proprietary Notices.  You may not remove any proprietary 

notices or labels on the Software or any copy thereof. 

2.5 Non-Permitted Uses. Without limiting any of the foregoing, you 

may not make any use of the Software in any manner not 

expressly permitted by this Agreement.  

2.6 Not for Resale Software.  Software identified as ñNot For Resaleò 

or ñNFR,ò may not be sold or otherwise transferred for value, or 

used for any purpose other than demonstration, testing or 

evaluation. 



3. Reservation of Rights and Ownership . Licensor, its parent or 

its suppliers own all right, title and interest, including all intellectual 

property rights, in and to the Software and reserve all rights not 

expressly granted to you in this Agreement.  The Software is 

protected by copyright and other intellectual property laws and 

treaties.  All trademarks, logos, and service marks (collectively, 

ñMarksò) displayed on the Software are the property of Licensor or of 

their respective holders.  You are not permitted to use any of the 

Marks without the applicable prior written consent of Licensor or 

such respective holders.  

4. Additional Software or Services.  This Agreement applies to 

any updates, supplements or add-on components to the Software as 

well as any services accessed through the Software or internet-

based service components (if any) of the Software that Licensor 

may, in its sole discretion, provide or make available to you 

(ñUpdateò). If Licensor provides additional terms along with the 

Update, those terms will apply to the Update. If Licensor provides 

you an Update, Licensor may, at its sole discretion, require you to 

use Update and cease use of early versions. Licensor reserves the 

right to discontinue any internet-based service (if any) provided or 

made available to you through the use of the Software.   

5. Termination .  This Agreement will automatically terminate upon 

your breach of any of this Agreementôs terms and conditions.  You 

may terminate this Agreement by removing the Software from your 

device(s).  In the event of termination, you must immediately destroy 

all copies of the Software, whether on your device or otherwise in 

your possession.  The following Sections of this Agreement will 

survive termination: Sections 2, 3 and 5 to 11. 

6. WARRANTIES AND DISCLAIMERS.    

6.1. Limited Warranty.   Licensor warrants that, for a period of one 

(1) year from the date of receipt of the Software, the Software 

will perform substantially in accordance with the documentation 

that accompanies the Software.  If the Software fails to comply 

with this limited warranty, Licensor will at its option either (a) 

repair or replace the Software or (b) return the price you paid.  

This limited warranty is void if failure of the Software results from 

accident, abuse, modification, misapplication, misuse, abnormal 

use or a virus.  This warranty will apply to any replacement 

Software for the remainder of the original limited warranty period 

or 30 days, whichever period is longer.  You agree that the 

limited warranty in this Section is your sole and exclusive 

warranty and remedy with respect to the Software.  

6.2 DISCLAIMER OF WARRANTIES. EXCEPT AS SET FORTH IN 

SECTION 6.1, TO THE MAXIMUM EXTENT PERMITTED BY 

APPLICABLE LAW THE SOFTWARE IS PROVIDED AS IS 

AND WITH ALL FAULTS.  LICENSOR AND ITS PARENT, 

AFFILIATES AND SUPPLIERS HEREBY DISCLAIM ALL 

OTHER WARRANTIES AND CONDITIONS, WHETHER 

EXPRESS, IMPLIED OR STATUTORY, INCLUDING ANY 

IMPLIED WARRANTIES, DUTIES OR CONDITIONS OF 

MERCHANTABILITY OR FITNESS FOR A PARTICULAR 

PURPOSE.  ALSO, THERE IS NO WARRANTY OR 

CONDITION OF TITLE, QUIET ENJOYMENT, QUIET 

POSSESSION, CORRESPONDENCE TO DESCRIPTION OR 

NON-INFRINGEMENT, LACK OF VIRUSES OR BUGS, 

ACCURACY OR COMPLETENESS OF RESPONSES OR 

RESULTS WITH REGARD TO THE SOFTWARE. LICENSOR 

AND ITS PARENT, AFFILIATES AND SUPPLIERS DO NOT 
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WARRANT THAT THE OPERATION OF THE SOFTWARE 

WILL BE UNINTERRUPTED OR ERROR -FREE OR THAT ANY 

DEFECTS WILL BE CORRECTED. THE ENTIRE RISK 

ARISING OUT OF THE SOFTWARE REMAINS WITH YOU.  

7. EXCLUSIONS OF CERTAIN DAMAGES; Limitations of 

Liability. In no event WILL Licensor or its parent, affiliates OR 

suppliers be liable for any special, incidental, punitive, indirect 

or consequential damages (including damages for loss of 

profits, DAMAGES TO  ANY COMPUTER, DEVICE, OR SYSTEM, 

LOSS OF DATA, goodwill, use or other losses) arising out of or 

in any way related to the SOFTWARE or this AGREEMENT, 

REGARDLESS OF the CAUSE OF ACTION OR THE BASIS OF 

THE CLAIM and even if Licensor has been advised of th e 

possibility of the damages OR REMEDIES FAIL OF THEIR 

ESSENTIAL PURPOSE.  

LICENSORôS AND ITS PARENTôS, AFFILIATESô AND 

SUPPLIERSô ENTIRE LIABILITY UNDER THIS AGREEMENT AND 

YOUR EXCLUSIVE REMEDY WILL BE LIMITED TO THE ACTUAL 

DAMAGES YOU INCUR IN REASONABLE RELIANCE ON THE 

SOFTWARE UP TO THE PRICE YOU PAID FOR THE 

SOFTWARE. NO ACTION, REGARDLESS OF FORM, relating to 

the software MAY BE BROUGHT BY YOU MORE THAN ONE 

YEAR AFTER YOU HAVE KNOWLEDGE OF THE OCCURRENCE 

WHICH GIVES RISE TO THE CAUSE OF ACTION.  

8. (Outside of the USA) Consumer End Users Only.  The 

limitations or exclusions of warranties and liability contained in this 

Agreement do not affect or prejudice the statutory rights of a 

consumer (i.e., a person acquiring goods otherwise than in the 

course of a business). The limitations or exclusions of warranties, 

remedies or liability contained in this Agreement shall apply to you 

only to the extent such limitations or exclusions are permitted under 

the laws of the jurisdiction where you are located. 

9. Third Party Software.  The Software may contain third party 

software which requires notices and/or additional terms and 

conditions. Such required third party software notices and/or 

additional terms and conditions are available from the third party 

software provider, and are more a part of and incorporated by 

reference into this Agreement. Certain items of independent third 

party code may be included in the Software that is subjected to open 

source licenses (ñOpen Source Softwareò). The Open Source 

Software is licensed under the terms of the license that accompany 

such Open Source Software. Nothing in this Agreement limits your 

rights under, or grants you rights that supersede the terms and 

conditions of any applicable end user license for such Open Source 

Software. 

10.  Indemnification.  You agree to defend, indemnify and hold 

harmless Licensor and its parent, affiliates and suppliers and their 

respective officers, directors and employees from all claims and 

expenses (including attorneysô fees and costs) that arise out of or in 

connection with your use of the Software, any breach of this 

Agreement, or your violation of any laws or regulations or the rights 

of any third party.  

11. U.S. Government License Rights.  Software provided to the 

U.S. Government pursuant to solicitations issued on or after 

December 1, 1995 is provided with the commercial license rights and 

restrictions described in this Agreement. Software provided to the 

U.S. Government pursuant to solicitations issued prior to December 



1, 1995 is provided with ñRestricted Rightsò as provided for in FAR, 

48 CFR 52.227-14 (JUNE 1987) or DFAR, 48 CFR 252.227-7013 

(OCT 1988), as applicable.  

12. Compliance with Law; Export Restrictions.  You will comply 

with all applicable international and national laws, rules and 

regulations that apply to the Software and your use of the Software, 

including the U.S. Export Administration Regulations, as well as end 

user, end use, and destination restrictions issued by U.S. or other 

governments. You acknowledge that the Software is of U.S. origin 

and subject to U.S. export jurisdiction.  

13. Governing Law and Jurisdiction.  This Agreement will be 

construed and controlled by the law of the State of New York, without 

giving effect to its conflict of law provisions. Each party consents to 

exclusive jurisdiction and venue in the state and federal courts in the 

State of New York for any and all disputes, claims and actions 

arising from or in connection with the Software and this Agreement. 

The United Nations Convention on Contracts for the International 

Sale of Goods does not apply to this Agreement. Notwithstanding the 

above sentences of this Section 13, if you are a state, county, parish, 

or municipal governmental entity, division or unit within the United 

States, then this Agreement will be construed and controlled by the 

laws of your state and each party consents to exclusive jurisdiction 

and venue in the state and federal courts in your state for any and all 

disputes, claims and actions arising from or in connection with the 

Software and this Agreement. 

14. General.  The section titles in this Agreement are used solely for 

the partiesô convenience and have no legal or contractual 

significance. Any list of examples following "including" or "e.g.," is 

illustrative and not exhaustive, unless qualified by terms like "only" or 

"solely." Licensorôs failure to act with respect to a breach by you or 

others does not waive its right to act with respect to subsequent or 

similar breaches. No waiver of any provision of this Agreement will 

be effective unless it is in a signed writing, and no waiver will 

constitute a waiver of any other provision(s) or of the same provision 

on another occasion. If a court of competent jurisdiction holds any 

term, covenant or restriction of this Agreement to be illegal, invalid or 

unenforceable, in whole or in part, the remaining terms, covenants 

and restrictions will remain in full force and effect and will in no way 

be affected, impaired or invalidated. You may not assign, transfer or 

sublicense this Agreement or your rights (if any) under this 

Agreement. This Agreement will be binding upon all successors and 

assigns. This Agreement constitutes the entire agreement between 

you and Licensor with respect to the Software and merges all prior 

and contemporaneous communications and proposals, whether 

electronic, oral or written, between you and Licensor with respect to 

the Software. All notices to Licensor in connection with this 

Agreement must be in writing and will be deemed given as of the day 

they are deposited in the U.S. mails, postage prepaid, certified or 

registered, return receipt requested or sent by overnight courier, 

charges prepaid to the address set forth below. 

Licensor information   If you have any questions about this Agreement, or want to contact 

Licensor for any reason, please direct all correspondence to: 

KGS Fire & Security B.V. 

Kelvinstraat 7, 6003 DH Weert, The Netherlands 
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Important information  

Limitation of liability  

To the maximum extent permitted by applicable law, in no event will KGS Fire & 

Security be liable for any lost profits or business opportunities, loss of use, 

business interruption, loss of data, or any other indirect, special, incidental, or 

consequential damages under any theory of liability, whether based in contract, 

tort, negligence, product liability, or otherwise. Because some jurisdictions do not 

allow the exclusion or limitation of liability for consequential or incidental 

damages the preceding limitation may not apply to you. In any event the total 

liability of KGS Fire & Security shall not exceed the purchase price of the 

product. The foregoing limitation will apply to the maximum extent permitted by 

applicable law, regardless of whether KGS Fire & Security has been advised of 

the possibility of such damages and regardless of whether any remedy fails of its 

essential purpose. 

Installation in accordance with this manual, applicable codes, and the instructions 

of the authority having jurisdiction is mandatory. 

While every precaution has been taken during the preparation of this manual to 

ensure the accuracy of its contents, KGS Fire & Security assumes no 

responsibility for errors or omissions. 

Advisory messages  

Advisory messages alert you to conditions or practices that can cause unwanted 

results. The advisory messages used in this document are shown and described 

below. 
 

WARNING: Warning messages advise you of hazards that could result in injury 

or loss of life. They tell you which actions to take or to avoid in order to prevent 

the injury or loss of life. 

 

Caution: Caution messages advise you of possible equipment damage. They tell 

you which actions to take or to avoid in order to prevent the damage. 

 

Note: Note messages advise you of the possible loss of time or effort. They 

describe how to avoid the loss. Notes are also used to point out important 

information that you should read. 
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Chapter 1   
Introduction  

Overview  
TruVision® Navigator represents the latest advancement in video management. 

The system delivers powerful software capabilities and allows users to manage 

their TruVision-based video surveillance systems. TruVision Navigator can be 

used as a standalone application or can be deployed as a client/server 

architecture, making it scalable for deployment in either small- or large-scale 

commercial environments. 

TruVision Navigator is a video management system that allows users to monitor, 

manage, and investigate video surveillance systems. 

With TruVision Navigator, you can: 

¶ View live video from cameras 

¶ Search and play back recorded video 

¶ Manage devices such as cameras and recorders 

¶ Respond to events and alarms 

¶ Export video for investigation 

The system can be deployed as a standalone application or as a client/server 

system, allowing it to scale from small installations to large multi-site 

environments. 

TruVision Navigator supports integration with multiple subsystems, including 

video surveillance devices, access control systems, intrusion detection systems, 

and analytics-enabled cameras. The system can be deployed in both standalone 

and client/server architectures, allowing centralized management of devices and 

users across multiple sites. This scalability makes it suitable for both small 

installations and large enterprise environments 

How to use this manual?  
This manual is organized to guide you through installation, configuration, and 

daily operation of the system. 
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Chapter 2 
Installation 

Introduction  
This chapter explains how to install TruVision Navigator and prepare the system 

for first use. 

It provides step-by-step procedures for: 

¶ Installing the software in both standalone and client/server environments 

¶ Setting up client workstations 

¶ Activating the system license 

¶ Performing the initial login after installation 

¶ Upgrading or uninstalling the application 

Before starting the installation, ensure that the system meets the required 

hardware and software specifications (see Appendix A ð Minimum System 

Requirements). 

Installation options  
There are two installation options for TruVision Navigator. The core features and 

functions remain the same regardless of which of the two installation options are 

selected. 

¶ Standalone Mode : This installation option allows the client and database 

to reside on the same computer. No other clients on the network can 

connect to the database on this computer. This installation option is ideal 

for small, standalone systems. See ñInstallation ï standalone modeò on 

page 22.  

¶ Multi -client Mode (traditional client/server) : This installation option 

allows the client and server to reside on the same or separate computers. 

It is suitable for larger systems with many geographically dispersed users, 

computers, and recording devices. See ñInstallation ï client/server modeò 

on page 2323. 

Administrator rights are required to install Navigator on a computer, but the 

application is available to any user that successfully logs in to a Windows® 

account on that computer. 
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Note : You must select the client/server installation, to use the people counting 

feature on a web browser.  

Installation prerequisites  
For each computer: 

¶ Download the latest operating system service pack from the Microsoft 

Download Center. 

¶ Check for Windows updates at http://update.microsoft.com. 

¶ Download the latest video driver. 

¶ For the minimum software and hardware requirements, see Appendix A 

ñMinimum system requirementsò. 

Network and service requirements  
The system relies on network communication and background services to 

function correctly.  

Ensure that: 

¶ Required communication ports for devices (HTTP, command ports, RTSP) 

are open 

¶ Notification ports (default: 5001) are accessible for event transmission 

¶ Required services, such as database services and local scheduling 

services, are running 

If these requirements are not met, the system may experience issues such as 

missing video streams, failed connections to devices, or missing event 

notifications. 

Installation ï standalone mode  

To install a new standalone instance of TruVision Navigator:  

1. Double-click the TruVision Navigator Setup.exe installer to begin the 

installation. Right-click the Setup.exe file and select Run as 

Administrator . 

2. If necessary, click Yes in the User Account Control window to make 

changes to the computer.  

3. Ensure that the RSTP port used by all recorders is open so that live video 

can be viewed. The default RSTP port is 554. 
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4. The End User License Agreement window appears. Select the I Accept 

these terms and conditions  check box and then click Next  to continue.  

5. The Welcome window appears. Select Typical  or Advanced  (to change 

the default installation location), and then click Next . 

6. Advanced installation only: Accept the default installation folder or click ... 

to select a different location and then click the Next  button. 

7. The Confirm Selections window appears. Click Install .  

8. The WinPcap Setup Wizard appears. Click Next  to continue.  

9. The WinPcap License Agreement window appears. Click I Agree  to 

continue.  

10. The Installation options window appears. The Automatically start the 

WinPcap driver at boot time check box  is selected by default. Click 

Install  to continue. 

11. Click Finish  to continue.  

12. Click Close  to complete the installation. 

Installation ï client/server mode  

To install a new client/server instance of TruVision Navigator:  

1. Double-click the TruVision Navigator Setup.exe installer to begin the 

installation. If prompted, right-click the Setup.exe file and select Run as 

Administrator . 

2. Click Yes to make changes to the computer.  

3. The End User License Agreement window appears. Select the I Accept 

these terms and conditions  check box and then click Next  to continue.  

4. The Welcome window is displayed. Select Advanced  for a client/server 

installation, and then click Next .  

5. The Installation Folder window appears. Click the Next  button to accept 

the default installation folder or click ... to select a different location.  

6. The Configuration window appears. Select Client/Server Mode  and click 

Next  to continue. 

7. The Type of Database window appears. Select Use internal database  

(recommended option) and then click Next . If the organization requires 

use of Microsoft SQL Server and it is already installed, select Use 

Microsoft SQL Server  and then click Next . 

Note : Aritech will not be responsible for SQL Server errors or issues. 

8. The Confirm Selections window appears. Click Install .  

9. The WinPcap Setup Wizard appears. Click Next  to continue.  
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10. The WinPcap License Agreement window appears. Click I Agree  to 

continue.  

11. The Installation options window appears. The Automatically start the 

WinPcap driver at boot time check box  is selected by default. Click 

Install  to continue. 

12. Click Finish  to continue.  

13. Click Close  to complete the installation. 

Note: Recorders connected to the network must be reachable over the network 

from the Navigator server computer. If there are firewalls between the server 

computer and the recorder network, make sure to open the following inbound 

ports into the recorder network: 

¶ The HTTP ports used by all recorders on the network. 

¶ The Command ports used by all recorders on the network. 

By default, recorders use 80 for HTTP and 8000 for Command traffic. If the 

server computers canôt connect to the recorders, the following features will not 

work: 

¶ Automatic Diagnostic Polling. 

¶ Device Health Checking. 

WinPcap issues and workaround  

The installation of TruVision Navigator will fail, when a different version (to what 

the software needs) of WinPcap libraries is detected in the Windows System 

folders. 

To fix this, follow these steps:  

1. Stop the TruVision Navigator Setup. 

2. Uninstall existing WinPcap and install TruVision Navigator again. 

3. If the issue still occurs, continue to step 4. 

4. Check if the following libraries are found in this location 

C:\Windows\SysWOW64 

File names: wpcap.dll and packet.dll 

5. Rename these libraries. 

- Rename wpcap.dll to wpcap.dll.old 

- Rename packet.dll to packet.dll.old 

6. Reboot the PC and install TruVision Navigator again. 
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Multi -client (client/server) installations  

Client download URL  

The Client Download URL  field only appears in client/server installations. 

For multi-client installations (client/server), the client download URL is the 

network location of the Navigator client software package. Administrators can 

deliver this URL to new users so they can download the client software remotely 

from the Navigator server. If SMTP is in use, this is done automatically for the 

administrator during user setup. 

For standalone installations (direct database connection), this field is disabled 

since no other networked Navigator clients can connect to this instance of the 

Navigator server. 

User management and client software delivery  

With multi-client (client/server) installations of Navigator, computers on the same 

network as the Navigator server can download the Navigator client. 

Note the following: 

Å Remote distribution of client software is NOT available for the standalone 

(direct database connection) installation option. 

Å The person installing the client software must have administrator rights on the 

computer to perform the client installation. 

Å When a new user is added to the system, that user does not have any 

permissions assigned and therefore cannot log in to Navigator. User 

permissions must be assigned before the user can log in (see ñUser 

managementò on page 203). 

Å After installation of the client software, all items that the user has permission 

to access appear in the Navigator panel. 

Fully automated client software delivery  

Note: It is possible to add custom instructions/text to the default email text and 

decide if the download URL link needs to be included in the email. See ñNew 

user email contentò on page 204. 

Navigator can be configured to use an SMTP server to send automated email 

messages (with client download URL, username, and password) to new users or 

when an existing userôs login credentials (username and password) need to be 

reset in the system by an administrator (see ñSMTP setupò on page 202202). 

To distribute the client software remotely to a new user, first configure TruVision 

Navigator with an SMTP server, and then add the new user and grant permission 

to the new user (see ñUser managementò on page 203). 

Partially automated client software delivery  

If SMTP capability is not used, there are alternate methods that can be used to 

deliver the client software. 
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To deliver client software remotely without access to SMTP, do the 
following:  

1. Ensure that the SMTP Server  field is empty in the Settings window Server  

tab. 

2. Add the user (see ñUser managementò on page 203).  

3. The administrator delivers the userôs login credentials and client download 

URL to the user via phone or private email. Cut and paste the URL from the 

Client Download URL  field in the Server  tab in the Settings window. 

Remember to assign the userôs permissions or he/she will not be able to log 

in. 

4. Copy or type the client download URL into a browser or click the link in an 

email. 

5. Skip this step if you have deployed an SSL certificate from a CA: Click Go on 

to the web page (not recommended) . See the TruVision Navigator 8.0 SP2 

Software Upgrade for Client Computers Addendum for details. 

6. Follow the instructions in the Client Software Download page to download the 

ClientOnlySetup.exe file. 

7. Run the ClientOnlySetup.exe file (the ClientOnlySetup.exe file is 

preconfigured to point to the server that it was obtained from) and follow the 

installation prompts. 

8. Launch Navigator and log in with the credentials provided via phone or email. 

9. Enter the required information in the Change Password window (see ñTask: 

Log in and secure the systemò on page 30 for further information). 

To manually install the client software on computers, do the following:  

1. Download the ClientOnlySetup.exe file from the Client Installation web page 

and place it on a thumb drive or other media. 

2. Physically deliver the .exe file to the specific computer. 

3. Run the ClientOnlySetup.exe file (the ClientOnlySetup.exe file is 

preconfigured to point to the server that it was obtained from) and follow the 

installation prompts. 

4. Launch Navigator and log in with the user credentials. 

5. Enter the required information in the Change Password window (see ñTask: 

Log in and secure the systemò on page 30 for further information). 

Connection details  

Click Connection Details  in the login screen in client/server mode to view and/or 

change the default server name and port number, and to test the server 

connection. 
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Licensing  
After successful installation, launch TruVision Navigator. The application will 

prompt for a valid license key on the first launch. Click on the provided URL, copy 

the customer key, and enter the necessary details to generate the license key. 
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License Key Generation  

 

To generate a license, enter the required customer information in each field, such 

as Customer Name , Valid Email Address , Phone Number , Customer Key , 

Company Name , Installation Mode , and Country of Installation . The 

Customer Key is a unique ID generated by the TruVision Navigator Application. 
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Once valid details submitted, TruVision Navigator Licensing system generates 

License Key as per the given details and sends through email provided. 

 

To activate your license, follow these steps: 

1. Open your email inbox and locate the email from us 

(support@truvision.cloud) containing your license key. 

2. Copy the license key from the email. 

3. Navigate to the TruVision Navigatorôs License dialog. 

4. Paste the copied license key into the designated field in the License 

dialog. 

5. Click on the Validate button to confirm the key. 

Once validated successfully, you will have full access to the application. If you 

encounter any issues during the registration process, please contact our support 

team for assistance. 

Notes 

¶ If the License Key is invalid or does not match the installation type, the 

login page will not launch. 

¶ Store the License Key. In case of reinstallation of the TruVision Navigator 

application on the same machine, the License Key can be reused. 

License Key Validation  

Paste the copied license key from the webpage into the TruVision Navigator 

Licensing Page and click on Validate . The system will display an appropriate 

message and, upon validation, will allow the use of the TruVision Navigator. 
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Task: Log in and secure the system  
Purpose  
Ensure the system is protected before further configuration. 
 

Default credentials  

¶ Username: admin  

¶ Password: admin   

 

Procedure  

1. Launch TruVision Navigator 

2. Enter default credentials 

3. Click Login  

4. Enter a new password 

5. Confirm the password 

6. Select a challenge question 

7. Enter the answer 

8. Click OK 

 

Result  

¶ Administrator account is secured 

¶ System is ready for configuration 

 

Note: The Remember Me  option is used in combination with the Auto Login 

function. More information about this option can be found in Chapter 10 ñAuto 

loginò and ñRemember Me optionò on page 139206 and 207. 
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If you forget the password set up during initial login, click the Forgot?  button in 

the Login window to answer the challenge question, change the password, and 

re-enter the application without calling for assistance.  

If the Challenge Answer  cannot be obtained to recover the password, click the 

Forgot?  button again and call the KGS Fire & Security technical support team 

with the ñtech support keyò automatically provided in the related field. The 

technical support team can recover the Challenge Answer  with this information. 

Upgrading an existing installation  

Note: We recommend that you back up the database before upgrading. 

If you are upgrading from TruVision Navigator 9.x version, you can upgrade to 

the latest released version. If you are upgrading from an older version of 

TruVision Navigator (for example, 8.x) you must do a fresh installation. This 

means that you must uninstall the current (older) version before installing a new 

version. 

Check the hardware requirements for the new version and update/upgrade the 

PC, if needed (see Appendix A ñMinimum system requirementsòon page 257). 

If you need to retain an existing database (for version 8.x), you must contact 

technical support. 

1. Double-click the new TruVision Navigator Setup.exe installer to begin the 

installation. Right-click the Setup.exe file and select Run as 

Administrator . 

2. Click Yes to make changes to the computer.  

3. The End User License Agreement window appears. Select the I Accept 

these terms and conditions  check box and then click Next  to continue.  

4. The Welcome window appears. Select Typical  (standalone installation) or 

Advanced  (for a client/server installation or to change the default 

installation location), and then click Next .  
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5. Advanced installation only: The Installation Folder window appears. Click 

the Next  button to accept the default installation folder or click ... to select 

a different location.  

6. Advanced installation only: The Configuration window appears. Select the 

required configuration mode and then click Next  to continue. 

7. The Select Database window appears. Select the Use existing database  

option (recommended) and then click Next . If the organization requires 

use of Microsoft SQL Server and it is already installed, select Use 

Microsoft SQL Server  and then click Next . 

8. The Confirm Selections window appears. Click Install . 

 

9. Click Close  to complete the installation. 
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Uninstall  

To uninstall Navigator:  

1. Launch the Programs and Features application from the Windows Control 

Panel. 

2. Navigate to TruVision Navigator and click Uninstall . 

 

3. Click Yes to make changes to the computer.  

4. The Uninstaller window appears. If required, select the Also delete the 

TruVision Navigator database  check box before clicking Uninstall . 

5. The Uninstalling Product window appears, followed by the Product 

Uninstalled window. Click Close  and restart the computer. 

Note : This process removes all TruVision Navigator files and logs from the 

computer. No registry edits are necessary to remove Navigator from the 

computer. The NTP service and WinPcap programs should also be uninstalled 

for complete removal of all files installed during Navigator installation. 
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Chapter 3 
Initial Setup 

Overview  
This chapter describes the basic configuration steps required after installing 

TruVision Navigator. 

It includes: 

¶ Logging in for the first time 

¶ Activating devices 

¶ Adding and organizing devices 

¶ Verifying live video and recording 

¶ Configuring basic system settings 

 

Some tasks in this chapter use system tools such as Device Manager. Detailed 

information about Device Manager is provided in Chapter 4. 

Some settings apply system-wide (server), while others apply only to the local 

workstation (client). Refer to Chapter 14 for details. 

First -time login  

Default credentials  

The default credentials for TruVision Navigator are: 

¶ User Name: admin 

¶ Password: admin 

See ñTask: Log in and secure the systemò on page 30 for further information. 
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Device discovery  
Device Manager searches for online devices within the local network and 

displays network information for the devices. It automatically searches every 15 

seconds for the online devices in the computerôs local network and then displays 

the information for the found devices. 

IMPORTANT: A wired network connection is required for device discovery. A 

device cannot be discovered or activated via a Wi-Fi network connection. 

Note: Unmanaged devices do not support the discovery feature. 

Search for active devices online  

After launching Device Manager, click the Device Discovery  button in the 

Getting Started window. The Device Manager window appears. 

The device information that appears in the Discovered Devices  tab (shows only 

the devices that have not been added to the Navigator panel) includes the device 

type, IP address, port number, gateway, firmware version, serial number, MAC 

address, etc. Discovery results can be filtered by clicking the Navigator  tab 

(which shows only the devices that have been added to the Navigator panel), 

and/or by making a selection from the device filter drop-down list (Camera , 

Recorder , TruPortal , etc.) 

Notes  

¶ Click the Refresh  button to perform a new search for online devices. 

When the Refresh  button appears with a yellow dot, it indicates that new 

devices have been added in the background. Click  to add the newly 

found devices to the list. 

¶ Click a column heading button to sort the information. 
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Add device  

If a TruVision IP device connected to the network does not appear in the Device 

Managerôs list of discovered devices, add it by clicking the Add Device  button.  

 

Type in the appropriate device location information along with the deviceôs user 

name and password. Select Use SSL  if required by the server. Click OK. 

Select the Add cameras connected to this device  check box to add cameras 

under a recorder in the Navigator panel. Type the user name and password for 

each camera or select Use this credential for all devices  in the Credentials 

Required window. 

Activate an inactive device  
Newer TruVision devices appear as ñInactiveò in the Device Manager window 

upon initial connection to the network. 

IMPORTANT: A wired network connection is required to activate an inactive 

device. A device cannot be activated via a Wi-Fi network connection. 

To activate an inactive device:  

1. Click Activate Device  in the Getting Started window. A list of inactive 

devices appears in the Device Activation/Change IP Address screen. 

2. Follow the steps under ñChange IP addressò on page 57.  

Note:  The device is not activated until it is given a new password. 

An activate device success message appears. 

 

 



 Chapter 3: Initial Setup  
   

37 
 

Verify live video  

After adding devices, verify that live video is displayed correctly.  

Procedure:  

¶ Select a camera in the Navigator panel  

¶ Open it in the Viewer  

¶ Confirm that live video is visible  

 

Check the following:  

- Video is displayed  

- Image quality is acceptable  

- Video updates in real time  

 

If no video is shown, check: 

- Device connection  

- Network settings  

- User credentials 

Configure basic system settings  

After verifying the system, configure basic settings required for normal operation.  

Procedure:  

¶ Open the Settings  menu 

¶ Configure the following options:  

o Client settings:  

1. Select language  

2. Adjust basic display options  

o Notifications:  

Enable event notifications (if required). To receive notifications in 

TruVision Navigator, you also need to configure the device. See the 

deviceôs user manual for more details. 

To setup notifications in TruVision Navigator see ñNotification 

settingsò on page 222. 

 

Apply the settings to confirm changes. For advanced system configuration, see 

Chapter 14 ð System Settings. 
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Recommended next steps  
After completing the initial setup, additional configuration is required to ensure full 

system functionality and security. 

Administrators should:  

¶ Configure user roles and permissions 

¶ Configure notification handling and filtering 

¶ Configure Event-Actions to automate system responses (see Chapter 14 ð 

System Settings) 

¶ Verify system security settings and authentication policies These steps 

ensure that the system operates securely and responds correctly to events. 
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Chapter 4 
Device Manager 

Overview  
The TruVision Device Manager is used to discover and configure TruVision 

devices on a network, such as IP cameras, DVRs, NVRs, encoders, decoders, 

network switches, and other supported devices.  

This chapter explains how to use Device Manager to add and configure devices, 

activate them, and perform basic management tasks such as updating firmware 

and adjusting network-related settings. 

Overview of Device Manager  
Device Manager provides quick access to common tasks through the Getting 

Started window, including: 

¶ Activate Devices  

¶ Device Discovery 

¶ Firmware Updates 

¶ Storage Calculator 

¶ Setup Wizard for New Systems 

 

Typical workflow:  

1. Discover or add devices 

2. Activate devices  

3. Verify device connection 

4. Configure devices as required 

 

Devices can operate either independently or under the control of a recorder. 

Cameras connected to a recorder inherit configuration such as recording 

behavior and event handling from the recorder, while standalone cameras must 

be configured individually. Understanding this distinction is important when 

configuring events, notifications, and analytics behavior. 



Chapter 4 : Device Manager 
  

Device Manager window   

 

The Device Manager window contains the Discovered Devices  and Navigator  

tabs along with the following buttons: 
 

Button icon  Name Description  

 
Filter  

By typing the model, firmware version, or other 

options, the user can filter search results. 

 SNMP 

View SNMP configured devices and SNMP device 

data. See ñError! Reference source not found. ò on 

page 68. 

 Refresh  
Refresh the list of discovered devices. See ñDevice 

discoveryò on page 41en page 35. 

 Add Device  Add a device manually. See ñAdd deviceò on page 41. 

 Export to CSV  
Export the list of discovered devices to the CSV file 

format. 

 Device Manager Tools  
Tools for Device Manager configuration. See ñDevice 

Manager tools (advanced)ò on page 54. 

Note: Select the browser type from the Default Browser  drop-down list, after 

double-clicking the discovered devices, open the Deviceôs configuration window 

in the selected browser. The device should support the selected browser to open 

the login and configuration screen after a successful login. 
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Add devices  
Devices can be added automatically using discovery or manually.  

See also Chapter 3 ñSearch for active devices onlineò on page 35 and  ñAdd 

devicesò on page 41. 

Device discovery  

Device Manager searches for online devices on the local network and displays 

them in the Discovered Devices list.  

IMPORTANT:  A wired network connection is required for device discovery.  

Adding devices using the discovery tool  

1. Click the Add Device  button in the Navigator or right-click the Devices 

icon, and then select Add Device  > Add via Discovery Tool  from the 

drop-down list. 

2. The Device Discovery window displays and provides a list of available 

devices in the network. You can filter these results by selecting All , 

Camera , Encoder , Decoder , Recorder , TruPortal , IFS, Intrusion , or 

Other  in the drop-down list. 

 

Note: For recorders, the first two characters after the alpha model number 

prefix indicates model number, and the last two characters indicate channel 

count. For example, a TVR4616 model number indicates a 16-channel 

TVR46 recorder. 

The second ñNavigatorò tab displays the devices that are added already in the 

application. 
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3. To add devices to the Navigator, select one or multiple devices from the 

list using the mouse and Ctrl key, and then click Add . The device(s) 

appear under the Device node in the Navigator panel.  

4. Type the Username  and Password  and then click OK. 

5. After the recorder or TruVision camera appears online, expand the Device 

icon to view all devices added to the system. Upon successful connection, 

the Navigator populates the respective cameras under the device. 

To remove a camera icon from the Navigator panel:  

1. Right-click the recorder icon associated with the camera and select 

Properties .  

2. Click the camera to be removed and select the Camera Not in Use  check 

box. 

3. Click Save. Repeat these steps, deselect the Camera Not in Use  check 

box, and then click Save to add the camera back to the Navigator panel.  

To remove a recorder or decoder icon from the Navigator panel:  

1. Right-click the device icon and select Delete Device .  

2. Click Yes. 

Add device manually if a device is not discovered:  

1. Click the Add Devices  button  in the Navigator panel and select Add 

Manually , or right-click the Devices icon and then select Add Device  > 

Add Manually  from the drop-down list. The Add Device window appears.  

 

2. Select the appropriate model from the Device Type  drop-down list. 

Note: Select TruVision Recorder  or TruVision Camera  from the drop-down 

list for any TruVision device. Using one of these drivers enables the deviceôs 

browser-based configuration page. Some functions do not work as designed if 

either of these generic device types are selected. We recommend selecting 

the specific device model if possible. 

3. Type a name in the Device Title  field. Values are alphanumeric. 
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4. Based on the device type, a selection from the Streaming Type drop-

down list may be required. For some devices, there is only one option for 

the Streaming Type , so it is selected by default. Streaming types are 

defined as follows: 

- TCP: TCP is a reliable stream delivery service that guarantees delivery of a 

data stream sent from one host to another without duplication or losing data. 

- UDP: The application connects to the device and asks the device to stream 

video back to the application on a UDP address and port. For this option, the 

firewall must be configured to allow the device to stream to the application on 

that specific port. 

- Multicast: This type of streaming only requires one stream and one user 

connection to the recording device and can be connected to many clients. 

This saves connections and network bandwidth. Multicast is supported in live 

view only. 

5. Type the deviceôs IP address or the EzDDNS URL (e.g., 

http://hostname.tvr-ddns.net) in the Device Address  field. 

Note: A recorder can be added using a Domain Name System (DNS) 

name as well as a static IP address by typing the DNS name in the 

Recorder Address  field. 

6. The Port  field is pre-populated with a default value based on the type of 

device selected. If the port assigned to the device is different from the 

default value, type the correct port value in this field. 

Note: The port number must be added to the device address when using 

DynDns with a HTTP port other than port 80 (e.g., mydvr.dyndns.org:2222 if 

the HTTP port being used is 2222). When using No-IP instead of DynDNS, 

also add the HTTP port number. 

7. Type the required values in the Username  and Password  fields. 

8. Select the Add Device Offline  check box to add the device to the 

Navigator if it is currently offline. Bring an offline device online by right-

clicking the device in the Navigator panel and selecting Connect . 

9. Click OK. 

Note: After clicking OK, fields highlighted with a red exclamation point indicate 

rejected values. Move the mouse pointer over the exclamation points for tips on 

why the values were invalid. All fields must be valid to successfully add a device. 

Add ing an UltraSync recorder  

TruVision Navigator (as of version 9.4 SP2) supports the connection of TruVision 

recorders via UltraSync. 

TruVision Navigator uses a P2P (peer-to-peer) communication method to 

establish a connection with the recorder. 
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Prerequisites  

1. Run TruVision Navigator as Administrator 

Required to start UltraSync services and connect to UltraSync-enabled 

devices. 

2. Open Required Ports 

Ensure necessary UDP ports 53 and 1194 for the UltraSync Server are 

open on the network firewall. 

3. Use a TruVision recorder with UltraSync support that runs the following 

firmware: 

¶ TVN 12: firmware 3.1.3 Build 251017 or newer 

¶ TVN 23: firmware 1.03.004 Build 251017 or newer 

¶ TVR 17: firmware 3.3.1 Build 250818 or newer 

¶ TVR 18: any firmware 

 

 

 

To add an UltraSync recorder  

1. In the Device Tree, right-click on Device , click Add Device  > Add 

Manually . 

2. Select TVN12/TVN23/TVR17/TVR18 as Device Type . 

3. Enter the UltraSync SID 
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Input the SID of the UltraSync-enabled recorder. This SID must be 

retrieved from the recorder. 

Open the recorderôs webpage, go to the Live page and click the 

UltraSync icon    

 
4. Click the "Connect" Button  

¶ This initiates the UltraSync services locally. 

¶ It may take up to 30 seconds for the services to initialize. 

¶ Once connected, the IP address of the UltraSync recorder will be 

displayed. 

5. Complete the Connection  

¶ Enter the port number (default: 8000) and recorder credentials. 

¶ Click OK to connect the recorder to TruVision Navigator. 

UltraSync information  

 

An UltraSync tab is available in the Settings dialog, accessible only to admin 

users. 

This panel allows: 

¶ Restarting the UltraSync service. 

¶ Viewing the IP address of the local TruVision Navigator machine. 

¶ Displaying the connected UltraSync recorders. 
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Limitations:  

1. HTTP only communication 

All connections use HTTP, regardless of secure communication settings. 

However, the security of the connection is guaranteed, due to the 

UltraSync connection mechanism. 

 

2. Alarm Host notifications 

Refer to the applicationôs UltraSync Information section to locate the 

device's IP address. In the above screenshot the IP address of the alarm 

host is 100.127.253.23 and thus needs to be entered in the recorder as 

Alarm Host IP address. 

 

Unsupported features:  

Some device management operations are not supported via UltraSync 

¶ IP address changes 

¶ Password updates 
 

Adding a TruVision 360° camera  

Navigator supports TruVision 360° cameras. These cameras can be added to 

TruVision NVRs as a regular IP camera either manually or using the discovery 

tool. 

Each TVF-110x 360°camera provides five streams to the user. 

¶ 1 x Raw 360° image (also contains a substream) 

¶ 1 x Two 180° bands in one video stream 

¶ 3 x 120° streams with digital PTZ capability 

When a 360°camera is added to a device, the camera appears in the Navigator 

panel and has its own device node with up to five channels listed under it. By 

default, the 360°camera is added with only the 360° mode enabled.  

The TVF-520x 360° and TVPA cameras support more dewarping views. See 

ñDewarp viewsò on page 84. 

To add the rest of the views:  

1. Ensure that the Fisheye Mode in the camera configuration menu is set to 

Multi Channel Mode. See the cameraôs user manual for details. 

2. Right-click the cameraôs device node and select Properties . 

3. In the Properties  menu, click the Cameras  tab and select the Show 

Camera  check boxes for the views to display. 
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4. Click OK. 

 

For information about dewarping 360° cameras, see ñDewarp viewsò on page 84. 

Adding a TruVision multi -imager 360 -degree IP Camera  

TruVision Navigator supports TruVision multi-imager 360-degree IP cameras 

(TVS). These cameras can be added to TruVision NVRs as a regular IP camera 

either manually or using the Discovery tool. Each multi-imager IP camera 

provides four streams to the user. 

When a multi-imager IP camera is added to a device (for example, TVN 22 

below), the camera appears in the Navigator panel and has its own device node 

with up to four channels listed under it. 

 

Adding people counting IP camera  

TruVision Navigator supports TruVision people counting IP cameras (TVS-PC). 

These cameras can be added to TruVision NVRs as a regular IP camera either 

manually (see ñAdd device manually if a device is not discovered:ò Error! 

Bookmark not defined. 42) or using the discovery tool (see ñAdding devices 

using the discovery toolò Error! Bookmark not defined. 41). Once a people 

counting camera is added into the Navigator, it displays with a people camera 

icon. 
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To configure people counting cameras, see ñAdding people counting IP cameraò 

on page 10247. 

 

Adding thermal IP camera  

TruVision Navigator supports the TruVision thermal IP cameras. These cameras 

can be added to TruVision NVRs as regular IP cameras either manually or using 

the Discovery tool. Some of the S series thermal IP cameras support an optical 

video stream and a thermal video stream.  

When the thermal IP camera is added to a device (for example, TVN 12), the 

camera appears in the Navigator panel and has its own device node with the 

optical stream and the thermal stream listed. 

 

Activate devices  

Overview  

Some devices must be activated before they can be used in the system. 

Activation typically involves setting a password and enabling communication 

between the device and TruVision Navigator. 

Task: Activate Devices  

Procedure:  

1. Open Device Manager 

2. Select the device to activate 

3. Click Activate Device 

4. Enter a password for the device 

5. Confirm the password 

6. Click Apply 
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Notes:   

- Devices must be activated before they can be used 

- A wired network connection is required for activation 

After activating a device, continue with verifying the device connection (see 

section below). 

Verify device connection  

Overview  

After adding and activating a device, verify that it is correctly connected to the 

system. This ensures that the device is accessible and ready for use. 

Task: Verify device connection  

Procedure:  

1. Open the Navigator panel 

2. Locate the device in the device list  

3. Check the device status (online/offline)  

4. Expand the device to view connected cameras 

5. Confirm that cameras appear under the device 

 

Result: The device is displayed as online and its cameras are visible in the 

Navigator panel. 

Troubleshooting:  

If the device is offline: 

¶ Check network connection 

¶ Verify IP address and credentials 

¶ Ensure the device has been activated 

 

Organize/manage devices  

Download/upload configuration  

Devices that support the download/upload function are listed in the ñSupported 

Devicesò row in the device details tables (see Appendix B ñDevice detailsò on 

page 263). 
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Use the Download Configuration  and Upload Configuration  selections to 

transfer recorder configurations between individual devices. 

¶ Right-click the recorder and select Download Configuration  to save the 

recorderôs configuration in CFG file format. 

¶ Right-click the recorder and select Upload Configuration  to upload a 

different recorder configuration to the selected recorder in CFG file format. 

Reboot device  

1. Right-click a recorder icon in the Navigator panel and select Reboot  to 

reboot it.  

2. Click Yes to confirm reboot of the device. The recorder icon changes to 

 in the Navigator panel to indicate that it is offline.  

3. After the device reboots, right-click its icon in the Navigator panel and 

select Connect  to reconnect it. 

Restore factory defaults  

Devices that support the restore factory defaults function are listed in the 

ñSupported Devicesò row in the device details tables (see Appendix B ñDevice 

detailsò on page 263). 

1. Right-click a recorder icon and select Restore Factory Defaults to have 

the device default to factory settings (the same settings on the device 

when it was shipped).  

2. Click Yes to confirm reboot of the device. The recorder icon changes to 

 in the Navigator panel to indicate that it is offline.  

3. After the device reboots, right-click its icon in the Navigator panel and 

select Connect  to reconnect it. 

Delete/rename device  

¶ Right-click the recorder icon and select Delete Device  to remove the 

recorder from the Navigator panel. 

¶ Right-click the recorder icon and select Rename Device  to change the 

name of the recorder in the Navigator panel. 

Configure devices  

Overview  

After adding and verifying a device, basic configuration may be required. Device 

configuration allows you to adjust settings such as network parameters, video 

properties, and system behavior. 
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Advanced configuration and system-wide settings are described in Chapter 14 ð 

System Settings. 

 

Typical device settings include:  

- Network settings (IP address, ports) 

- Video settings (resolution, frame rate) 

- Recording settings 

- Time and synchronization settings 

 

Notes:  

- Some settings may require administrator rights 

- Changes may require a device restart 

 

Discovered devices can be configured either in Navigator or through the deviceôs 

internal configuration web page. 

TruVision recorder browser configuration is currently available for the recorders 

listed below: 

Table 1: Browser configuration compatibility  

Recorder Model  Firmware version  

TVN 10 2.0 and above 

TVN 12 All versions 

TVN 21 3.0 and above 

TVN 22 1.0 and above 

TVN 23 All versions 

TVR 12HD All versions 

TVR 15HD All versions 

TVR 44HD All versions 

TVR 45HD All versions 

TVR 16 All versions 

TVR 17 All versions 

TVR 18 All versions 

TVR 46 All versions 

TVN 11 All versions 

TVN 70 All versions 

TVN 71 All versions 
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To configure a device using the deviceôs internal configuration web page: 

1. Right-click a device in the Navigator panel and select Configure Device  

or Configure Camera . 

Note: If configuring a device remotely, the device HTTP port must be 

forwarded through the router, along with the control and RTSP ports. 

Without HTTP port forwarding, the browser of the device cannot be 

viewed.  

2. If necessary, click OK to update the plug-ins. 

Note: The plug-in should already be installed if the device has been 

connected to and previously configured through the deviceôs internal web 

browser  

3. Follow the instructions in the Setup-UTC Web Components window. When 

complete, restart Navigator. 

Caution: Close all browser windows when instructed and close Navigator 

before continuing. 

4. Right-click the TruVision device and select Configure Device . Navigator 

opens the deviceôs internal configuration web page. 

5. Configure the device with the required preferences. See the deviceôs user 

manual for all configuration options.  

Note: For cameras not connected to a recorder, enter the cameraôs login 

credentials to proceed. 

6. When complete, click the Close  button to save any configuration changes 

and return to Navigator. 

Notes  

¶ Some devices cannot be configured remotely using Navigator. 

¶ The trusted source for camera titles is the device itself. When adding a 

device for the first time, Navigator does not display the deviceôs 

configuration information at the time of connection. The cameras in the 

Navigator panel may display generic camera titles (Camera 1, Camera 2, 

Camera 3, etc.). Camera names are updated after performing device 

configuration for the first time. Afterwards, any changes to camera titles 

through Navigator updates both the Navigator and the device. 

¶ For protocol configuration of analog PTZ cameras attached to an 

embedded NVR via an encoder, use encoder web administration rather 

than the embedded recorder configuration menu. 

Manage IP cameras (IP camera recorders only)   

Right clicking a recorder and selecting Manage IP Cameras  launches the IP 

Camera Status page in the Configuration interface. See the recorderôs user 

manual for details about IP camera configuration. 
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Recorder p roperties  

Right-click the recorder icon in the Navigator panel and select Properties  to 

display the Properties window.  

¶ The Connection  tab shows all of the information previously entered when 

adding the device. Make changes as appropriate and click OK to save 

changes. 

 

¶ The Details  tab provides an area to type in contact information and notes 

to help facilitate management of the system. If the device was imported 

from an address book that contained information in this window, data 

appears in these fields. Type in data as appropriate and click OK to save 

changes. 
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¶ Use the Cameras  tab to hide or show cameras, enable or disable PTZ 

and fisheye controls, and set the mount type. When finished, click OK to 

save changes. 

 

 

Configure an IP camera  

Right-click an IP camera and select Configure Camera  to access the camera 

configuration menu. See the cameraôs user manual for further information on 

camera configuration. 

Note: Devices that support the configure camera function are listed in the 

ñSupported Devicesò row in the device details tables (see Appendix B ñDevice 

detailsò on page 263). 

Device Manager tools ( advanced ) 

Overview  

Device Manager provides additional tools for advanced configuration and 

maintenance of devices. These tools are typically used by administrators to 

manage device settings, perform updates, and maintain system performance. 

Bulk operations  

Multiple devices can be managed simultaneously using bulk operations. 

Typical tasks include:  

¶ Applying configuration changes to multiple devices 
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¶ Updating firmware on multiple devices 

¶ Synchronizing settings 

Firmware management  

Use the Firmware Upgrade window to upgrade the firmware of the selected 

device or devices.  

Note: The local computer must be connected to the internet to connect with the 

firmware server. 

To select devices for firmware upgrade:  

1. Click the Firmware Updates  button in the Getting Started window. The 

Updates Available dialog appears. 

2. Select Download All Firmware  to download all firmware files. If this 

check box is not selected, only firmware files that have not already 

downloaded will download to the local computer. Click OK in the Updates 

Available dialog to proceed. 

3. 6.The Firmware Download screen appears. Wait for the firmware files to 

download to the local computer. 

4. The Firmware Upgrade screen appears. In the Model list, click a device to 

select it or hold the Ctrl or Shift key to select multiple devices. 

 

5. Click Apply , and then click Yes to start the firmware upgrade process. 

The Credentials Required dialog box appears. 

6. Type the User Name  and Password  for the device(s) (if necessary, select 

Use this credential for all devices ), and then click OK to begin the 

firmware upgrade.  
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Firmware upgrade progress appears in the Firmware Upgrade window. When 

upgrading is complete, the updated version information of the device(s) appears 

in the device list.  

Manual firmware update  

Follow these instructions only if the firmware update file has already been 

downloaded to the local computer. 

To perform a manual firmware update:  

1. Select one or more devices for firmware update in the main Device 

Manager window. 

2. Click Device Manager Tools , and then click the Manual Firmware 

Update  tool button. The Firmware Upgrade window appears. 

3. Click Browse  to locate the firmware file, and then type in the user name 

and password for the highlighted device in the Device List. 

4. Click Add  to add the highlighted device to the Tasks Summary list or click 

Add All  to add all the devices in the Device List to the Tasks Summary 

list. 

5. Click Apply , and then click Yes to start the firmware upgrade process.  

Firmware upgrade progress is displayed in the Firmware Upgrade window. When 

upgrading is complete, the updated version information of the device(s) is 

displayed in the device list. 

Update a firmware update of a recorder that is already in the Navigator 
Panel  

To upgrade firmware to device(s):  

1. Right-click a recorder icon in the Navigator panel and select Configure 

Device .  

2. Select Upgrade Firmware  under Device Management.  

3. Click Browse  to find the applicable firmware file. 

Note: Since TruVision Navigator does not do a file format check on the 

firmware file, ensure it is in the proper file format for that device type. In 

addition, the firmware file must reside on the local computer. It cannot be 

accessed across network paths.  

4. Click the Upgrade  button. 
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Notes:  

- Ensure compatibility before updating firmware 

- Do not interrupt the upgrade process 

- Restart may be required after update 

Change IP address  

1. Click the Change IP Address  tool button to bring up the Device Activation 

/ Change IP Address window.  

2. Select one or more devices to continue with setup. If multiple devices are 

selected, IP addresses are automatically assigned in sequence (in this 

case, all devices must have the same password). Select individual devices 

to assign specific IP addresses to each. If a device has one or more 

Network Interface Cards (NICs) to share the network load when using a 

number of HD cameras, an IP address can be assigned to each by 

selecting the corresponding number of the NIC from the Network  drop-

down list. Type in a new IP address, subnet, and gateway manually or 

click an IP address to use default settings. 
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Note:  Credentials must be entered before assigning an IP address to a NIC 

card. 

 

3. Click Test.  

4. If the IP addresses were recognized as available, click Apply . 

5. Click Yes to change the IP address for the selected devices. 

 

Notes:  

- Incorrect network settings may disconnect the device 

- Ensure network configuration matches system requirements 

Change password  

1. Select one or more devices the main Device Manager window (if multiple 

devices are selected, all must have the same password), click Device 

Manager Tools , and then click the Change Password tool button. 

2. Type the correct information in the Old Password , New Password , and 

Confirm Password  fields. Select the Include cameras connected to 

this recorder  check box to change the password(s) for connected 

cameras. 

3. Click Apply . 
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Default IP Camera Password Management  

Set the same passwords for all the cameras connected to the recorder. 

Note: This feature is only supported on TVN 12 and TVR 17 recorders. 

 

Time synchronization  

Device Manager can synchronize device time with the system to ensure 

consistency. Accurate time is important for playback, events, and reporting. 

Use this tool to set the time and date across multiple devices. 

Network Time Protocol (NTP) is a protocol for synchronizing the clocks of 

network devices such as IP cameras and computers. Connecting network 

devices to a dedicated NTP time server ensures that they are all synchronized. 

Note: For a list of IFS switches that support date and time sync, see the 

TruVision Navigator Compatibility with IFS Switches Addendum. 

To perform date and time sync:  

1. Select one or more devices for date and time sync in the main Device 

Manager window. 

2. Click Device Manager Tools , and then click the Date and Time Sync  

tool button. The Date and Time Sync window appears. 
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3. Select Enable NTP  and then type in an address in the NTP Server  field, a 

time interval in the Interval  field, and an NTP Port number in the NTP 

Port  field as necessary. 

4. From the Time Zone drop-down list, select the time zone that corresponds 

to the deviceôs location. 

Note:  You can also select the Sync to PC Time check box to synchronize 

the time of the device with the time of the computer. 

5. Type in the User Name  and Password  credentials for each device or for 

multiple devices, and then click Apply  after the credentials are accepted 

for all the devices in the list. 

Device configuration backup and restore  

Use these tools to backup and restore device configurations.  

To back up a device configuration:  

1. Select a device in the main Device Manager window, click Device 

Manager Tools , and then click the Device Configuration Backup tool 

button. 

2. If required, click Browse  to select a new backup location. 

3. Enter the deviceôs user name and password and select Start  to begin the 

backup process. 
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4. Click Close  when backup is complete. 

To restore a device configuration:  

1. Select a device in the main Device Manager window, click Device 

Manager Tools , and then click the Device Configuration Restore tool 

button. 

2. If required, click Browse  to select the location of the backup file. 

3. Enter the deviceôs user name and password and click Apply . 

 

4. Click Yes to restore the device configuration. 

Upload camera information  

Use this tool to restore the device configuration for IP cameras only. 

Note: Not all cameras support this feature. 

The list of recorders that can upload camera information is as follows: 

¶ TVN 11 

¶ TVN 12 

¶ TVN 21 

¶ TVN 22 

¶ TVN 23 

¶ TVN 70 

¶ TVN 71 

¶ TVR 15HD (IP cameras only) 
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¶ TVR 45HD (IP cameras only) 

¶ TVR 16 (IP cameras only) 

¶ TVR 17 (IP cameras only) 

¶ TVR 18 (IP cameras only) 

¶ TVR 46 (IP cameras only) 

To upload camera information:  

1. Select a supported recorder in the main Device Manager window, click 

Device Manager Tools , and then click the Upload Camera Information 

tool button. 

2. Click Browse  to select the location of the configuration file. 

3. Type in the recorderôs user name and password and click Apply . 

4. Click Yes to upload the camera information. 

Reset password  

If an admin (not a specific user) device password is lost, contact Technical 

Support to restore the password. There are two ways to restore the password. 

The method to be used depends on the device and its currently installed 

firmware. 

To restore the default password (method 1):  

1. Select the device for password reset in the main Device Manager window. 

2. Click Device Manager Tools , and then click the Reset  Password tool 

button. 

3. Copy the complete serial number from the Device Serial No.  field in the 

Device information panel and paste it into an email to send to Technical 

Support. Also provide Technical Support with the date shown in Live View. 

For some devices (e.g., TVR60), the hour shown in Live View is also 

required. Technical Support will provide a security key by email. 

 

4. Enter the security key received from Technical Support in the Security 

Code  field and click OK to restore the default password. The default 

password is 1234. 

Note: The security key provided is related to the date (or hour in the case of 

TVR60) the serial number was sent to Technical Support and expires the day it 

was created. We recommend resetting the device password immediately after 

receiving the reset code. 
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To set a new password using an XML file (method 2):  

1. Select the device for password reset in the main Device Manager window. 

2. Click Device Manager Tools , and then click the Reset  Password tool 

button. 

3. Click the Reset  Password button. 

 

4. Click Export Reset File  in the Reset Password window to save the XML 

file, and then email the file to Technical Support. Technical Support will 

provide a new XML file. 

5. Save the XML file received from Technical Support on the computer, click 

Browse , and select the new XML password file.  

6. Type a new password and then confirm it in the New Password  and 

Confirm Password  fields. Click Apply . 

Note: Do not restart the device after the password recovery XML file has been 

exported, otherwise the steps above must be repeated. The password recovery 

XML file expires after 48 hours. 

New system setup wizard  

The New System Setup Wizard simplifies the initial setup of new devices. 
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To set up devices using the Wizard:  

1. Click the New System Setup Wizard  button in the Getting Started 

window. 

2. Select a recorder and one or more cameras to set up in the Recorder 

Selection window. 

 

3. In the Activate Device window, select one or more devices to continue 

with setup. If multiple devices are selected, IP addresses are automatically 

assigned in sequence (in this case, all devices must have the same 

password). Select individual devices to assign specific IP addresses to 

each. Type in a new IP address, subnet, and gateway manually or click an 

IP address to use default settings. 

4. Type óadminô as the user name and type in a new password for the 

device(s). Click Apply  to determine if the IP addresses are available. Click 

Next  when finished. 
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5. The Credentials Required window appears. Select the check box next to 

each device, type the user name and password, and then click Apply . 

Click Next  when finished. 

6. The Networking Parameters window appears. Change the IP addresses 

for any devices with network parameters that are not compatible with your 

network by typing addresses into the Subnet Mask and Gateway fields 

according to your network requirements. Selecting check boxes next to 

multiple devices assigns IP addresses to those devices in sequential 

order, starting with the address you type in the New IP Address  field. The 

system skips addresses that are already in use in your network. Click 

Apply  after all networking parameters are set correctly. 

 

7. Click Yes to confirm the IP address changes. When finished, click Next  

again and wait several seconds for the storage calculator window to 

appear.  

8. Select resolution and frame rate. If necessary, change the camera name 

and add substream information. The bitrate number auto-calculates and 

can also be changed if required. See ñStorage calculatorò Error! 

Bookmark not defined. 66 for details. Click Next . 

9. The Alarm Host Setup window appears. Optional: Select Enable Alarm 

Host  to set the IP address of the client or server that will receive alarm 

notifications. The Alarm Host IP  box is prepopulated with the IP address 

of the computer that the Wizard is running on. Type a different IP address 

in the Alarm Host IP  box if required. If multiple NIC cards are present, the 

Alarm Host IP  box has a drop-down list containing the IP address of each 

NIC card. Click Next . 
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10. The Summary window appears, showing the device information along with 

the location of the recorder configuration file. Click Next . 

 

11.  Click Yes to send the new configuration to the recorder.  

12.  The completion dialog appears. Click Complete  to finish setup. 

Storage calculator  

Storage calculator is a tool that permits the creation of a storage capacity 

requirement report for TruVision recorders that can be printed or exported to 

Microsoft Excel (XLS file format). 

IMPORTANT: Storage requirement calculations provided by the calculator are 

only an estimation based on medium quality video settings. More storage 

capacity could be needed depending on the scene complexity of images 

captured by the cameras. 
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Note: Storage calculator only supports the TruVision recorders listed in the 

Recorder  drop-down list in the TruVision Storage Calculator window. 

 

To generate a storage calculator report:  

1. Click the Storage Calculator  button in the Getting Started window. 

2. Type a value into the Project Name field. 

3. Select the recorder model from the Recorder  drop-down list (2). 

4. Select the number of camera channels in the Channels  drop-down list (3). 

5. Type camera names into the Camera Name (4) boxes as necessary and 

enter values for each camera in the Main Stream (5) and Substream (6) (if 

applicable) sections. Use the Copy Channel 1 Settings (7), From 

Channel  (8), and Range  (9) boxes to copy values between cameras.  

6. The Total Storage per Day  (10) and Total Storage Capacity  (11) boxes 

populate with storage requirement calculations. When finished configuring 

the storage calculator project, click the Print Report or Export to Excel  

button (12) to generate a storage calculator report for future reference. 
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Set camera default password  

Set the default password for all cameras after activating the recorder 

Note: This feature is only supported on TVN 12 and TVR 17 recorders. 

 

SNMP support (Version 2c)  

Note: SNMP v2c has some known vulnerabilities. Take care when enabling it on 

a public network. Contact your network team and follow best practices before 

enabling it. Never use default community strings; only use unique community 

strings. Make sure that all security measures have been taken at your end. 

TruVision Navigator supports Simple Network Management Protocol (SNMP). It 

makes it possible for the user to retrieve some specific data related to the status 

or health of devices. This works with SNMP Version 2c (which is also supported 

in TruVision devices). 

In Device Manager, the Discovery Devices window allows the user to select 

discovered devices or devices that are already added in TruVision Navigator. By 

clicking the SNMP icon , the user opens the SNMP dialog. 

To discover devices using the SNMP icon:  

1. Select devices from Navigator tab or Discovered Devices (selection is 

optional). 

2. Click the SNMP icon to populate the SNMP dialog in the SNMP Settings 

window. 



 Chapter 4: Device Manager 
  
   

69 
 

 

To retrieve SNMP data:  

1. SNMP dialog shows all the recorders/cameras that were selected in the 

Device Manager window (see ñDevice Manager windowò on page 40). 

Navigate to a specific device to get its SNMP data. 

2. If the device was not selected and is not displayed, enter the deviceôs IP 

address and by clicking the Get button retrieve the SNMP data of the 

device. 

3. Configuration button allows the user to configure the SNMP settings on 

the device. Select a device from the left panel or enter the deviceôs IP 

address and click the Configure  button. 

Note:  Different SNMP data will be displayed depending on the device type 

(recorder or camera). 
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To configure SNMP settings:  

1. Enter the device credentials to configure the SNMP settings. 

2. For devices already added to TruVision Navigator, the device credentials 

will be automatically populated. 

3. For devices added or discovered manually, you must provide device 

credentials. 

4. Click Get button to populate SNMP configuration settings. 

5. Click Set button to change and save the SNMP settings on the device. 
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Chapter 5 
Live view 

Introduction  
This chapter describes how to monitor live video using TruVision Navigator. It 

explains how to view camera streams, organize layouts, and interact with 

cameras during live monitoring. 

Open live video  

To add an item to a single  video  tile:  

¶ Double-click a camera, map, or website in the Navigator panel to add it to 

the next open video tile. 

¶ Drag a camera, map, or website from the Navigator panel to an open 

video tile. 

¶ Double-click an applicable event in the Notifier or a Collector panel video 

or snapshot to add it to the next open video tile. 

¶ Drag an applicable event in the Notifier or a Collector panel video or 

snapshot to an open video tile. 

To add items to multiple tiles:  

¶ Drag a recorder or logical view from the Navigator panel to an open video 

tile. 

¶ Hold down Shift while clicking the right mouse button or hold down Ctrl 

while clicking the right mouse button to select multiple cameras, maps, or 

websites in the Navigator panel and drag them to an open video tile. 

When adding multiple items, tiles automatically increase in number and the 

layout adjusts based on how many items are being added, unless the layout has 

been locked with the Lock Current Layout  button. 

Double-clicking in any single tile enlarges it to full screen. Double-clicking the full 

screen tile restores the previous tile layout. 

Note: To ensure that a web page displays correctly in full screen mode, double-

click the green bar at the top of the web pageôs video tile. 
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Organize/swap items in the Viewer by dragging a video tileôs status bar to 

another video tile. 

 

To add real -time people counting results into a video tile:   

Drag and drop a people counting group from the device tree to one of the 

available tiles in the live viewer. The real time counting results of that camera 

group will be displayed. 

The camera group name, the traffic sign icon and the actual counting results (and 

if configured the max. permitted number) will be displayed. 

Below is an example of a live people counting displayed on a viewer tile in the 

Navigator: 

 

Below is an example of the Navigator multi-tile view: 

 

Tabbed viewer panels  

Multiple tabbed viewer panels can be added to the Viewer (up to 10). These 

additional viewer panels can also be detached and become free floating 

windows.  

Videos in tabs not in the background can be paused to improve system 

performance. See ñClientò on page 199. 
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Note: The application advises limiting video streams to 64 by using more sub-

streams and fewer main streams to enhance streaming efficiency. Running an 

excessive number of videos in tabbed viewer panels can adversely affect system 

performance. 

To add a tabbed viewer panel:  

1. Click the New Viewer  button to add a new layout panel. A new viewing 

panel is added as a tab in the Viewer panel title bar.  

2. Populate the new viewing panel as described above. Drag a viewer tab 

out of the Viewer title bar to turn the viewing panel into a free-floating 

window accessible in the Windows taskbar. Drag the free-floating panel 

back into the title bar to access it again as a tab. 

 

3. Right-click a viewing panel tab to access the tabôs context menu (Delete 

Tab or Rename Tab ). 
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Viewer tab button functions  

 

 
Custom/sequence view . Use custom views to define and save multi-site view 

templates for future use. 

 Lock Current Layout . Prevents changes to the current viewer panel setup. 

 Select all . Select all tiles in the viewer.  

 Toggle . Toggle between normal view and maximized view. 

 Close All . Close all tiles in the viewer. 

 New Viewer . Add a tabbed viewing panel (10 maximum). 

Adding a V -Stream  

V-Streams combine output from all camera channels in a recorder into a single 

stream. V-Streams only appear if they are configured in the recorder.  

To view a V-Stream, click a V-Stream icon in the Navigator panel and drag it to a 

video tile in the Viewer panel. 

Video stream limits  
The TruVision Navigator application recommends utilizing more sub-streams and 

fewer main streams to optimize the number of videos you can stream. This 

recommendation helps maintain better performance and resource management. 

Refer to Appendix A ñMinimum system requirementsò on page 257 for more 

details. 

¶ Recommended limit: The application recommends streaming up to 64 

video streams to maintain optimal performance. Exceeding this limit may 

result in a decline in application performance. 

Warning message: The application displays the following warning 

message upon exceeding 64 streams. 

ñYou have exceeded the recommended limit of 64 video streams. App 

performance may degrade with more streams. The maximum limit is 100.ò 

¶ Maximum limit: The application allows streaming up to 100 video 

streams. Reaching this limit will prevent additional streams from opening. 

Error message: The application displays the following error message 

upon exceeding 100 streams. 
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ñYou have reached the maximum limit of 100 video streams. Please close 

some streams to continue.ò 

Note: For streaming multiple cameras, it is recommended to stream from 

recorders rather than adding each camera individually to the Navigator. 

 

Viewer performance depends on several factors, including: 

¶ Number of active video streams 

¶ Selected stream type (main stream or substream) 

¶ Client hardware capabilities If performance issues occur, adjust client 

settings to optimize resource usage. 

Viewer overview  
The Viewer panel is used to display live video, playback video, maps, and other 

content. Video streams are shown in tiles, allowing multiple cameras to be 

viewed at the same time. 

 

The Viewer panel consists of:  

¶ Video tiles that display camera streams  

¶ Tabs that allow switching between different views 

¶ Panels such as the Event Monitor and Notifier, used to display events and 

alerts 

The Viewer panel can display different types of content, including: 

¶ Live video from cameras 

¶ Maps and floor plans 

¶ Other system elements such as websites 

 

Content can be opened in the Viewer by dragging items from the Navigator panel 

or by double-clicking them. 
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Adding folders  
Adding folders provides a way to organize Navigator panel items in a logical 

manner. 

To organize the Navigator panel:  

1. Click a top-level node (Devices, Maps, Websites, Access Control, 

Intrusion Detection, Network Switches, or Logical Views) and click the 

Add Folder button . This creates a new folder. 

2. Type a name for the new folder and press Enter. 

3. To add a sub-folder within the previously created folder, right-click the 

parent folder and select Add Folder . 

4. Click and drag items into folders or folders within folders. Cameras always 

stay attached to their respective devices. 

Manage layouts  
Layouts define how video tiles are arranged in the Viewer panel. They allow 

multiple cameras to be displayed simultaneously in different grid configurations. 

The Viewer supports various layout options, such as: 

¶ Single view (1 camera) 

¶ Multi-camera grids (for example, 2x2, 3x3, or 4x4) 

To change the layout:  

1. Select a layout option in the Viewer panel 

2. Choose the desired grid 

3. The layout updates automatically 

To display cameras in a layout:  

¶ Drag a camera from the Navigator panel into a tile 

¶ Repeat for additional tiles as needed 

To replace a camera in a tile:  

¶ Drag a different camera into the tile 
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Custom Views /Logical Views  

Custom Views  

Custom views allow you to save a specific layout of cameras for quick access. 

They are useful for monitoring predefined groups of cameras and quickly 

switching between different viewing configurations. 

 

Note: A maximum of 20-30 custom views can be created. The maximum number 

depends on the complexity of the custom views (factors such as tile layout, 

number of videos in the tiles, and names of the custom views). 

 

 

To create a custom view:  

1. Load all the cameras to be included in the custom view into the Viewer. 

2. Click the Custom View  button in the Viewer panel header bar. 

3. Select Save custom view/sequence . 

4. Type a title in the Title  field. 

5. Click OK. 

6. Close all videos. 

7. Select the Custom View title in the Viewer panel header bar drop-down 

list. 

To load a custom view:  

¶ Select the desired view from the list 

¶ The Viewer updates to display the saved layout 
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To define a custom view as a camera sequence:  

1. Load all the cameras to be included in the custom view into the Viewer. 

Note: Maps and websites are ignored in camera sequences. 

2. Click the Custom View  button in the Viewer panel header bar.  

3. Select Save custom view/sequence . 

4. Type a title in the Title  field. 

5. Create a single-screen sequence of each tile from left to right by selecting 

the Save as camera sequence  check box. 

 

6. If necessary, type a new value for dwell time in the Dwell Time  field. 

7. Click OK. 

8. Close all videos. 

9. Select the Custom View title in the Viewer panel header bar drop-down 

list. A custom view camera sequence is indicated by the  icon. A single 

video tile displays each camera in sequence in the custom sequence. 

 

To modify a custom view:  

1. Right-click a custom view in the Custom View/Custom Layout window and 

select Edit .  

2. Type a new title in the New Title  box and click OK. Make changes to the 

custom view such as adding or removing an object from a tile, moving an 

object from one tile to another, or editing the layouts of custom views if 

their layouts are also custom. 

3. Click Save when finished. 

 

To make a custom view public (client/server installations only):  

Right-click a custom view in the Custom View/Custom Layout window and select 

Make Public  to make the custom view available across the network. 

Note: Public custom views cannot be made private, and only the user who 

created the custom view can delete it. 
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Logical  views  

Logical views provide the flexibility to display the physical devices in any 

configuration required.  

To add a logical view:  

1. Right-click the Logical View node in the Navigator panel and select Add 

Logical View . The Configure Logical View window appears. 

2. Type a title for the view in the View Name  field, and then drag and drop 

devices from the Logical View panel into the Selected Devices  box. 

 

3. Use the up and down arrow buttons to move devices within the list. When 

finished, click OK to create the new logical view. To delete a logical view, 

right-click the logical view icon in the Navigator panel and select Delete . 

Custom layouts  

In addition to the standard tile layouts provided, you can also create custom tile 

layouts. 

To create a custom layout:  

1. Click the Custom View  button in the Viewer header bar, and then click 

the  icon. The Custom Layout window appears. 

2. The Custom Layout window displays a 5×5 layout by default. This can be 

changed by selecting 1×1, 2×2, 3×3, etc., up to 10×10. 

3. Type a title for the layout in the Title  box and select cells to merge by 

clicking and dragging inside the grid. 
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Note: A merge can only be performed on tiles that form a single square or 

rectangle. 

4. Click  to complete the merge. Note that two previously merged cells can 

also be merged. 

5. Click a merged cell and then click  to unmerge the cell. 

6. Click Save to save the custom layout.  

To edit a custom layout:  

1. Ensure that the custom layout to be edited is closed in the Viewer Panel, 

and then right-click a custom layout in the Custom View/Custom Layout 

window and select Edit . 

2. Make the required changes to the custom layout and click Save. 

To make a custom layout public (client/server installations only):  

Right-click a custom layout in the Custom View/Custom Layout window and 

select Make Public  to make the custom layout available across the network. 

Note: Public custom layouts cannot be made private, and only the user who 

created the custom view can delete it. 

Control Video  
Basic controls in the Viewer allow you to interact with live video and adjust how it 

is displayed. 

To view a camera in full screen:  

¶ Double-click the video tile or use the full screen option 

To return to the previous view:  

¶ Exit full screen or double-click again 

¶  



 Chapter 5: Live view  
   

81 
 

To change the camera displayed in a tile:  

¶ Drag a different camera from the Navigator panel into the tile 

If supported, additional controls such as zoom and audio playback may be 

available to enhance the viewing experience. 

 

Digital zoom  

Navigator can perform digital zoom in/out functions in the live and recorded view. 

To zoom in, select a tile and scroll up with the mouse wheel. Scroll down to zoom 

out. When in digital zoom mode, click and hold the left mouse button to navigate 

in the zoomed image. 

Note: Press Ctrl before scrolling the mouse wheel to enable digital zoom on a 

PTZ camera. 

 

Create a snapshot during live view  

Taking a snapshot of a selected video tile containing a camera sends a still 

image file to the Collector for export. 

To take and deploy a snapshot:  

1. Click the Snapshot  button above the timeline or right-click a video tile 

containing a camera and select Snapshot . 

2. Right-click the snapshot in the Collector panel to Print Preview , Print , 

Email , Rename , or Export  the snapshot image. See ñExport videoò on 

page 139. 

Video streams  

 

Select one of the stream type options Main, Sub or Transcode , or right-click the 

video tile and select Stream  and then Sub, Stream  and then Main,  or Stream  

and then Transcode . 

Use transcoding when you want to show one camera in a lower resolution than 

the main or substream resolution. This helps to display a view from a camera 

over a slow network connection. 

The Main  setting provides the highest possible resolution. The Sub  setting 

activates a substream for a lower resolution video that does not consume as 

much bandwidth. 



Chapter 5 : Live view  

The Transcode  option uses the transcoded stream from the recorder. 

Transcoding is only supported by these recorders and in the following modes: 

Recorder model  Live  Playback  

TVR 45HD Not supported Supported 

TVR 46 Not supported Supported 

TVN 22 (S/P) Supported Supported 

TVN 23 (S/P) Supported Supported 

TVN 71 Supported Supported 

Note: Transcoding can only be used for one channel at a time. 

 

Live Transcoding uses pre-configured stream settings from the recorder, but you 

can change them from the Navigator Context Menu of the Camera to set the 

desired configuration. 

 

Some recorders support also transcoding during playback. The user can select 

the quality of the stream during playback, which is useful when there is limited 

bandwidth available. The transcoding parameters must be set up before 

switching to the transcoded stream.  

1. Select Transcode  on the timeline or tile context menu. The Configuration 

window below appears.  

 

2. Change the transcode playback stream configuration as desired.  

3. Use the Transcoding configuration window to set the resolution, maximum 

bit rate, and frame rate for the transcoded stream. See graphic below: 
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The following transcoding parameters can be set-up:  

¶ Resolution : Selections are: Auto, 4CIF, CIF, or QCIF 

¶ Bitrate : Selections are: 32, 48, 64, 80, 96,128, 160,192, 224, 256, 320, 

384, 448, 512, 640, 768, 896, 1024, 1280,1536,1792, 2048, 3072, 4096, 

or 8192 

¶ Frame rate : Full frame rate, 22, 20, 18, 16,15, 12, 10, 8, 6, 4, 2, or 1 

Event monitoring (basic use)  
During live monitoring, events and alarms generated by devices can be displayed 

in the Viewer using tools such as the Event Monitor and Notifier. These tools 

allow users to quickly identify and respond to important incidents. 

Events are displayed in the Event Monitor or Notifier panels. They typically 

include information such as the device, time, and type of event. 

To view video associated with an event: 

¶ Click the event in the Event Monitor or Notifier panel 

¶ The corresponding video is displayed in the Viewer 

When cameras are assigned to the Event Monitor, video from those cameras can 

be displayed automatically when an event occurs. 

 

The Notifier panel is the central repository for notifications in Navigator. Devices 

send these notifications over the network via TCP to the IP address of the 

TruVision Navigator server. See Chapter 7 ñNotifier configurationò on page 98 for 

more details.  

Maps (basic)  
Maps provide a graphical representation of locations where devices such as 

cameras are installed. They help users quickly locate and access devices during 

live monitoring. 

Maps or floor plans can be added as PNG, JPEG, GIF, or BMP files. 
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To add a map:  

1. Right-click the Map icon in the Navigator panel and select Add Map . 

2. The Open Map File window appears. Navigate to the image file for the 

map required and click Open . The map appears in the Navigator panel 

under Maps.  

To open a map:  

¶ Double-click the map in the Navigator panel 

¶ Or drag the map into a Viewer tile 

To rename or delete a map:  

¶ Right-click the map name in the Navigator panel and select Rename Map  

or Delete Map . 

To view video from a map:  

¶ Click a camera icon on the map 

¶ The corresponding video is displayed in the Viewer 

To navigate within a map:  

¶ Click and drag to move the map inside the tile 

¶ Use zoom options to adjust the view 

Map icons may change appearance to indicate device status or events. When 

events occur, related devices on the map may be highlighted to help identify their 

location. 

Maps can also include links to other items, such as submaps or websites, which 

can be opened directly from the map. 

Dewarp views  
Dewarping provides an alternate view other than the fisheye image normally 

associated with 360° cameras. This feature only requires one fisheye view (live 

or playback) from the device. The Navigator dewarps multiple views from a single 

dewarped view. 

Note: PTZ, Panoramic 180° and Panoramic 360° view is only used for TVF-110x 

and third-party cameras. For TVF-510x and TVPA cameras, More Views option 

needs to be used. 

To enable dewarping:  

1. Right-click the camera recorder and select Properties . 

2. Select the Fisheye  check box. 

3. The Mount Type  drop-down list is set to Ceiling  by default. If required, select 

Wall  or Desktop . 
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To access dewarp views:  

1. Right-click the camera video tile and select Dewarp Views . 

2. Select a view from the context menu. A new video tile opens with the 

dewarped view type indicated in the video tile header bar. 

 

 

PTZ 

A maximum of 31 PTZ views can be dewarped from a single 360° camera. 

Click the left mouse button inside the PTZ video tile and drag it in any direction to 

change the view. A red square inside the camera tile indicates the position of the 

dewarped view as the four-headed arrow cursor is moved inside the PTZ video 

tile. 

 

 

Panoramic 180  

This selection displays two 180° views inside a single video tile. Only one 

Panoramic 180 view can be dewarped from a single 360° camera, and then all 

other dewarp views become unavailable. 

Panoramic 360  

This selection displays a 360° view inside a single video tile. Only one Panoramic 

360 view can be dewarped from a single 360° camera, and then up to 30 

additional PTZ dewarp views become available. 
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Additional Dewarp Views  

TruVision supports additional dewarp views for the TVF-520x and TVPA 360° 

cameras. 

To access additional dewarp views:  

1. Right-click the 360° camera in the device tree. 

2. Select Dewarp Views . 

3. Select More Views . 

ð OR ð 

1. Open the 360° camera view in a video tile. 

2. Right-click and select Dewarp Views . 

3. Select More Views . 

A new specific dewarp viewer will open for the selected camera.  

To select a Dewarp view:  

In the top-right of the Viewer go to Dewarp Views buttons to select a dewarp view 

supported by the specific camera mount type (which has been set up in the 

Properties menu, see below). 

To select a mount type:  

Right-click the 360° camera in the device tree and select Properties . Go to the 

camera tab and select the mount type. 

Notes  

Å During dewarping, you can switch between Live & Playback streams and use 

different Playback operations. 

Å When the main stream with the 360° view of the camera is closed, the 

corresponding dewarp viewer will also close. 

Å Wavy lines are observed when using TVF-520x 360° cameras for the 

dewarping of the sub stream. This can be avoided by using the same aspect 

ratio (4:3/16:9) for the main stream and the sub stream. 
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Tips  for live monitoring  
¶ Use layouts to display multiple cameras and adjust the view according to 

your monitoring needs.  

¶ Create custom views for frequently used camera groups to quickly switch 

between configurations.  

¶ Limit the number of cameras displayed at the same time to maintain 

optimal performance.  

¶ Use lower resolution streams when monitoring many cameras 

simultaneously.  

¶ Assign important cameras to the Event Monitor to ensure that key events 

are displayed automatically.  

¶ Use maps to quickly locate devices and access cameras by clicking map 

icons.  

¶ Drag and drop devices from the Navigator panel into the Viewer for quick 

access. 
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Chapter 6 
Camera control  

Overview  
This chapter describes how to control cameras during live monitoring. 

Camera control includes pan, tilt, and zoom (PTZ) operations, as well as presets 

and tours. 

PTZ controls  
PTZ controls allow users to adjust the camera view in real time. 
 

To use PTZ controls, the camera must be identified to the recording device as a 

PTZ camera.  

To activate a camera for PTZ:  

1. Right-click the recorder icon in the Navigator panel and select Properties .  

2. Click the Cameras  tab and select the PTZ Enabled check box next to the 

PTZ camera. 

3. Click OK. The cameraôs icon in the Navigator panel changes from a fixed 

camera icon to a PTZ camera icon. 

To control a PTZ camera using the PTZ controls:  

1. Drag a PTZ camera from the Navigator panel into the Viewer and select it. 

2. Click the PTZ icon  on the Controller toolbar above the timeline to open 

the PTZ window.  
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¶ PTZ button : Click and hold the arrows on the PTZ button to move the 

camera in different directions. 

¶ Zoom : Click the  and  buttons to zoom in and out inside the PTZ 

camera video tile. 

¶ Focus, Autofocus : Click the  and  buttons to manually focus the 

camera, or click the  button to autofocus. 

¶ Iris : Click the  and  buttons to adjust the size of the camera iris. The 

amount of light allowed into the camera increases as the iris opening gets 

larger. 

¶ Speed : Set the speed to the appropriate level for the network and 

operations. 

Note: PTZ control responsiveness varies depending on the frame rate, 

resolution, and quality of the video stream. D1/ 30FPS/Quality 9 provides the 

most responsive PTZ control over the network. Weigh PTZ control 

responsiveness against storage requirements to find the best fit. The PTZ speed 

setting can also be balanced with the stream configuration to find the best fit.  

Preset positions  

Presets are predefined camera positions that can be saved and recalled. 

To create a preset:  

1. Move the camera to the desired position. 

2. Click the Preset Positions  tab in the PTZ control window. 

3. Type a name into the Preset Name  field (if required), and then clicking Set. 

Name or rename a preset by selecting the preset number from the drop-down list 

and typing a new name into the Preset Name  field. 

 

To use a preset:  

1. Click the Preset Positions  tab 
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2. Choose a preset number from the drop-down list 

3. Click Go To . 

Tours  

A tour is a series of checkpoints assigned in a specific sequence with times 

assigned to reach each point. 

Go to a tour preset by clicking the Tours  tab, choosing a preset number from the 

drop-down list, and then clicking Go To . 

Record a tour preset by clicking Record  and performing a series of PTZ control 

actions. When finished, click Stop . 

Note: The tours function is not available for all PTZ cameras. See Appendix B 

ñDevice detailsò on page 263 for applicable functionality. 

To control a PTZ camera using mouse commands within the video tile:  

1. Drag the PTZ camera from the Navigator panel into the Viewer and select 

it. 

2. Place the cursor in the center of the Viewing tile. 

3. Left-click and hold the mouse, then drag in any direction. Note that the 

further from center the cursor is positioned, the faster the camera moves. 

4. Optical zoom: Scroll up with the mouse wheel to zoom in and scroll down 

with the mouse wheel to zoom out. 

5. Digital zoom: Press and hold Ctrl and scroll up with the mouse wheel to 

zoom in and scroll down with the mouse wheel to zoom out. Press and 

hold Ctrl and zoom out as far as possible to deactivate digital zoom. 

Note:  An Aritech camera with a motorized lens can also be controlled as a PTZ 

camera with the PTZ controls for iris and focus adjustments. 

Preset sequences  

A PTZ cameraôs presets can be built into a sequence based on a specific order 

and dwell time. These sequences can be created, managed, and tested by right-

clicking the PTZ camera in the Navigator panel and selecting Preset Sequences  

> Manage Sequences . 

To create a preset PTZ sequence:  

1. Click the  button to add a sequence. 

2. Type a name for the sequence or leave the default name as-is. 

3. Click a preset number in the Presets list and then click the right arrow 

button to add the preset to the Preset Order list. 
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4. Repeat step 3 as necessary and use the up and down arrows to change 

the order of presets in the Preset Order list. 

 

To test a preset sequence:  

1. Create a preset sequence following the steps above. 

2. Click Test . The sequence deploys in a video tile in the Viewer. 

3. Click Stop  to finish the test. 

To stop or start a preset sequence:  

Right-click the PTZ camera icon in the Navigator panel and select Preset 

Sequences , and then the name of the sequence to be stopped or started. 

 

PTZ cameras can also be controlled automatically through Event-Actions. 

For example, a PTZ camera can move to a predefined preset position when a 

specific event occurs, enabling automated monitoring of critical areas. 

Use a USB keypad  

The TVK-400 keypad can be used to control cameras and perform actions such 

as PTZ movement and bookmark creation.  

Using the keypad:  

¶ Control PTZ camera movement 

¶ Trigger actions such as bookmarks 

¶ Navigate cameras more efficiently  

 

Note:  Some functions (such as bookmarks) may require enabling corresponding 

settings in the client configuration. 

 

Compatible keypads are:  

¶ Aritech TVK-400USB 
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Connecting the keypad  

The keypad must be connected to the client machineôs USB port before 

launching the Navigator client. The keypad driver is installed automatically the 

first time the keypad is connected. 

A successful connection of the keypad is indicated by the keypad icon appearing 

in the bottom right of the Navigator screen. 

Calibrating the keypad  

We recommend calibrating the keypad to avoid erratic PTZ movements. 

To calibrate the keypad:  

Follow the instructions above for connecting the keypad. 

1. Go to Control Panel  > Devices and Printers . 

2. Right-click the VM Desktop icon and select Game controller settings . 

3. The Game Controllers window appears. Click Properties . 

 

4. Click the Settings  tab, and then click Calibrate . 
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5. The Device Calibration Wizard appears. Click Next .  

6. The Find Center Point window appears. Leave the keypad handle 

centered, press a button on the keypad, and then click Next . 

7. The Axis Calibration window appears. Move the keypad handle in 

complete circles, press a button on the keypad, and then click Next . 

 

Note: Select Display Raw Data  to see a numerical value for the current 

position of the keypad. 

8. The Verify Center Point window appears. Leave the keypad handle 

centered, press a button on the keypad, and then click Next . 

9. The Z Axis Calibration window appears. Twist the PTZ knob on top of the 

keypad handle, press a button on the keypad, and then click Next . 
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10. 4The X Axis Calibration window appears. Move the keypad handle all the 

way up and down, press a button on the keypad, and then click Next . 

 

11. Click Finish  to save the calibration settings. 

12. Click the Test  tab in the VM Joystick Interface properties window. 
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13. Test the keypad by moving it and observing onscreen behavior. The Axes 

indicators should indicate a value of 50% after moving the keypad or PTZ 

knob as far as possible one way or the other. 

14. Press buttons on the keypad to test their functionality. Pressing a button 

should illuminate one of the circled numbers in the Buttons section. 

15. Click Apply , and then click OK when finished. 
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Keypad functions  

TVK400USB keypad  

 

(1)Enter. Enters PTZ camera presets. 

(2)Sub/Main stream switching. 

(3)Number keys for selecting presets. 

(4)Snapshot/Bookmark 

(5)Go to playback. 

(6)Switch to live. 

(7)Scroll. Scrolls between video tiles in multi-

up view and scrolls the timeline in one-up 

view. 

(8)Wheel. Rotate right to fast forward and 

rotate left to rewind. 

(9)Fast forward 

(10)Pause/resume 

(11)Rewind 

 (12)Keypad. PTZ: Rotate knob to zoom in/out, 

keypad moves the camera. Non PTZ: 

Rotate knob to zoom in/out, keypad pans 

inside the zoom in view. 

(13)Zoom. Live: Zooms the camera in/out. 

Playback: Zooms in/out on the timeline. 

(14)Iris open/close 

(15)Focus near/far 

(16)Set preset. Press this button, a preset 

number, and Enter to enter a new PTZ 

preset. 

(17)Toggle between one-up and multi-up 

views. 

(18)Local record 
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Chapter 7 
Events and notifications 

 

Overview  
This chapter explains how to configure events and notifications in the system. 
Events are generated by devices and can trigger alerts, video display, or 
automated actions. 

Event sources  
Events can be generated by different system components, including: 

¶ Cameras (motion detection, analytics) 

¶ Recorders 

¶ Access control systems 

¶ Intrusion systems 

Event configuration  
The configuration of the events happens in the configuration menus of the 

devices. In the device you also need to configure that the event needs to be sent 

to the TruVision Navigator software. 

This is done by adding the IP address of the TruVision Navigator server as Alarm 

Host IP address in the device. 

The standard communication port between device and software is port 5001. 

For event the action Notify Alarm Host/Surveillance Center needs to be enabled. 

See the user/configuration manual of the device for instructions. 
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Event processing  
Event handling in the system consists of two levels:  

¶ Device-level configuration: defines which events are generated and sent 

to the system 

¶ System-level processing: defines how the system responds to these 

events  

System-level responses include notifications, Event Monitor behavior, and Event-

Actions. 

Event -Actions   
Event-Actions define automated responses to events received by the system. 

They allow administrators to configure actions such as:  

¶ Displaying video in the Event Monitor  

¶ Triggering outputs (such as relays or alarms) 

¶ Generating notifications  

Event-Actions are configured in System Settings (see Chapter 14) and operate 

independently of device-level event configuration. They enable automation of 

system behavior and reduce the need for manual operator intervention. 

Event Monitor configuration  

Cameras can be assigned to the Event Monitor so that video is displayed 

automatically when an event occurs. 

To assign a camera: 

¶ Right-click the camera 

¶ Select Assign to Event Monitor  

Notifier configuration  

The Notifier displays incoming events and alerts. 

Filters can be applied to control which events are shown and how notifications 

are displayed. 

Events received from devices are processed as notifications within the system. 

These notifications can be: 

¶ Displayed in the Notifier panel 

¶ Filtered based on criteria 

¶ Used to trigger Event-Actions for automated responses  
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The Notifier panel is the central repository for notifications in Navigator. Devices 

send these notifications over the network via TCP to the IP address of the 

TruVision Navigator server. The firewall must be configured on the server to 

accept these network notifications. Refer to the recorderôs or cameraôs user 

manual for information on configuring notifications so that they appear in the 

Notifier panel. 

 

View video for live notifications as they are received by double-clicking the 

camera name link in the Notifier panel. This launches the video in the Viewer.  

Note: Video is indicated by a video icon (with an arrow) next to the notification. If 

the video icon is not next to the notification, no video for the event is available. 

Live notifications can be set to make an audible sound. See ñClientò on page 199 

for more information on this feature. After 1000 notifications occur in the Notifier 

panel, the oldest notifications are purged in the system. 

Note: User defined notification such as logical events & action events display in 

the notifier. User activity notifications such as logged in/off & Video Export 

notifications displays in the notifier in Client/Server mode. 

Filters  
The Filters feature allows customization of the Notifier panel so that it shows only 

certain types of notifications. 

To set filters in the Notifier panel:  

1. Click the Filters  button in the Notifier panel. 
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2. Select one or more notification types to show only those types of 

notifications in the Notifier panel. The Filters  button turns red when a filter 

is set. 

 

3. To show the selected events occurring only during a set time period, 

select Date Time , set the date and time range, and then click OK. 

4. Click Close . To remove filters, click the Filters  button and select All  or 

click the individual notification types to remove the check marks. 
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Chapter 8 
Analytics 

 

Overview  
Analytics features provide advanced insights based on video data and events 

generated by cameras. 

 

These features help users detect patterns, monitor activity, and respond more 

effectively to situations. 

 

Analytics functionality depends on the capabilities of the connected devices and 

their firmware versions.  

Not all analytics features are supported on all devices. Analytics processing may 

also impact system performance. Use analytics features according to system 

capacity and operational requirements. 

Analytics types  
The system supports several types of analytics, including: 

¶ People counting 

¶ Parking management 

¶ License plate recognition (ANPR / LPR) 

¶ Heat maps 

¶ Queue management  

¶ Motion and video content analysis (VCA) 
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People counting  
People counting analytics track the number of people entering and leaving a 

defined area. This information can be used for occupancy monitoring and flow 

analysis. 

Users can: 

¶ View real-time counts 

¶ Monitor occupancy levels 

¶ Display counting data on maps 

 

Adding people counting    

TruVision people counting cameras can be added to the Navigator panel. The 

people counting camera is a dual lens camera. The camera is used to monitor 

entrances and exits, where it can count the number of people entering and 

leaving the premises. 

To add and configure people counting groups:  

1. Add people counting cameras into the Navigator, either manually, see 

ñAdd device manually if a device is not discovered:ò Error! Bookmark not 

defined.  or using the discovery tool, see ñAdding devices using the 

discovery toolò Error! Bookmark not defined. . 

2. In the Navigator tree, go to the People Counting node. 

3. Right-click the People Counting node and select Add People Counting . 

The Configure People Counting window opens. 
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Camera Group Name The people counting camera group name. This will also be 

displayed on the web page. 

Disable Group  When checked, no count information is provided on this group. 

Selected Cameras People counting cameras selected from the navigator tree. 

Initial Count The initial count value that is used to take into account 

employees/staff that are already on the premises of the store or 

shop before it opens (before the actual counting starts). This 

number can also be added to total count on site, as some 

employees may enter the site via a different entrance that may not 

be monitored. When this initial value is not needed, set this value 

to 0. 

Max Permitted On Site Maximum number of people allowed on the site. When this number 

is reached, the maximum number is displayed in red. Set to 0 when 

not required. 

Alert Number The alert number is a number that is lower than the Max. Permitted 

on site and acts as a warning or alert number. When this number is 

reached, the alert number is displayed in orange. Set to 0 when not 

required. 

Display on Web Page A web page can be opened when the application is used in 

Client/Server mode. Selecting this check box will allow the user to 

use the web page. 

Traffic Light View  Displays the icon of a traffic light on the web page. 

Traffic Sign View Displays the icon of a traffic sign on the web page. 

Show Count When checked, displays the counting data of the group on the web 

page or the viewerôs tile. 

Show Group Name When checked, displays the group name on the web page or the 

viewerôs tile. 
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Time Scheduled counting reset time. 

Event Monitor ï On 

Alert 

When checked and the Alert Number value has been reached, real 

time counting results will be displayed on the event monitor.  

Event Monitor ï On 

Max Permitted 

When checked and the Max Permitted value has been reached, 

real time counting results will be displayed on the event monitor. 

Enable Notifier Sound When checked, the buzzer sound will be used when the counting 

events that come via the Notifier. 

Email Notification When checked, email notification are sent to the required recipients 

when Max. Permitted & Alert numbers are reached. 

Email Provide email addresses of the people that will be notified. 

Separate emails by ó;ô for multiple email IDs. Any email may be 

used, not only TruVision Navigator users.  

Header Header Display Text for the web page. 

Allowed to Enter Text displayed on the web page when the people can still enter and 

the number of people is less than the set value of Max. Permitted 

on site.  The text can be entered by the user. 

Alert Text displayed on the web page when the number of people that 

have enter reaches Alert Number value. The text can be entered by 

the user. 

Max Permitted Text displayed on the web page when the number of people that 

have enter reaches Max Permitted on Site value. The text can be 

entered by the user. 

Show Custom Logo You can display your preferred logo on the web page or tile. For 

best results, an image file size of less than 800 KB is 

recommended. 

Browse Logo You can browse for your preferred logo. 

Clear Clears logo image from the configuration. 

4. You can now create a camera group with one or more people counting 

cameras. For example, you can use a camera group per room, per site, or 

per area. 

5. Provide a relevant name of the camera group. This name will also be 

visible on the web page. 

6. Drag and drop the people counting cameras from the device tree into the 

list. 

7. Setup count values, such as Initial Count, Maximum Permitted on Site, 

and Alert Number. See table above for more information about these 

count values. 

8. If needed, set other configuration settings, such as web page display, 

event monitor display, reset counting time, and email notifications. 

9. Click OK. 
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People Counting Reporting  

The People Counting Report displays the number of people counted over a 

defined period. 

The report can be created for one or more people counting cameras in a people 

counting camera group or it can be created with data from different people 

counting camera groups. 

To create a report for one people counting camera group:  

Right-click the name of the group in the Device tree and select Report . 

The People Counting Report window opens. 

 

 

Graph Type Select bar chart or line chart. 

Report Type Select Daily, Weekly, Monthly or Annually. 

Filters Define the date and the time range for the report. 

Camera selection Select the cameras to be used for this report. 

Statistics table Shows the number of people that entered/exited, and the total number of 

visitors for the selected cameras. 

You can export the data in CSV format for further processing. 

To create a report for multiple people counting camera groups:  

1. Right-click the People counting node in the device tree and select Report . 

2. The report window displays all the possible selections. You can select one 

or more people counting camera groups for the report. 
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People Counting QR Code  

To create a people counting QR code:  

1. Right-click the People counting node in the device tree and select Create 

QR Code .  

 

The QR code will be displayed. 

 

2. The user scans it with a mobile device to open the People Counting 

webpage. 

Parking management  
Parking management analytics provide real-time and historical information about 

vehicle occupancy and availability in parking areas. 

These features help monitor parking usage, detect available spaces, and 

improve traffic flow. 

Usage 

Users can: 

¶ Monitor the number of occupied and available parking spaces 

¶ View parking occupancy in real time 

¶ Identify high-usage areas 

¶ Analyze parking trends over time 
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Notes  

¶ Parking management features depend on supported camera models 

¶ Configuration of parking zones and rules is performed in the device 

configuration 

 

 

The Parking Management tab in the Settings window provides the following 

server settings: 

¶ Enable Parking Management : Activates Parking Management in the 

TruVision Navigator Application. 

¶ Use Notifications : When enabled, Parking Management utilizes live 

notification received in TruVision Navigator for the license plate 

recognition cameras (ANPR Cameras). 

¶ Use Camera Event Search : When enabled, Parking Management uses 

notifications stored in the camera at specified intervals for the license plate 

recognition cameras (ANPR Cameras). 

¶ Refresh Interval : This option is available if Use Camera Event Search is 

enabled. It specifies the frequency at which data is fetched. 

Note:  This feature is supported by the ANPR camera models TVLP-S01-0401-

BUL-G and TVLP-S01-0402-BUL-G. 

Adding Parking Zone  

TruVision ANPR cameras can be added to the Navigator panel. The ANPR 

Cameras generates notification based on vehicle number plates. The camera is 

used to monitor vehicle number plates, where it can recognize allowed/blocked 

vehicle numbers and notifies the TruVision Navigator application. 

To add and configure Parking Zones:  

1. Add ANPR cameras into the Navigator, either manually (see ñAdd device 

manually if a device is not discovered:ò on page 42) or using the discovery 

tool (see ñAdding devices using the discovery toolò on page 41). 
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2. In the Navigator tree , go to the Parking Zone node. 

3. Right-click the Parking Zone node and select Add Parking Zone . 

The Configure Parking Zone window opens. 

 
 

¶ Camera Group Name : The parking zone camera group name.  

¶ Selected Cameras : Parking zone cameras selected from the navigator 

tree.  

¶ Camera Type : Each Camera added to the Group, should be set to Entry 

or Exit. Which means Entry camera covers the entrance of the vehicle into 

parking zone. Exit camera covers the leaving vehicle from the parking 

zone. 

¶ Max Permitted Site : Each parking zone can have a maximum number of 

spaces. The default value is 1. The value can be increased/decreased as 

needed.  

¶ Email Notification : When checked, an email notification will be send to 

the required recipients when Max. Permitted & Alert numbers are reached. 

¶ Email : Provide email addresses of the people that will be notified. 

Separate emails by ó;ô for multiple email IDs. Any email may be used, not 

only TruVision Navigator users. 

User can create a camera group with one or more ANPR cameras. For example, 

user can use a camera group per parking area/zone.  

1. Provide a relevant name of the camera group, which is the parking zone 

title.  

2. Drag and drop the ANPR cameras from the device tree into the list.  

3. Select Entry or Exit  type for each camera.  

4. Set Maximum permitted on site  value for the parking zone.  
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5. If people need to be informed about the status of the parking zone, check 

Email Notification  and configure the email addresses of the users that 

need to receive the notifications. 

6. Click OK. 

The configured email addresses will receive emails when the maximum 

allowed number of vehicles has been reached. 
 

 

Parking Zone reporting  

The Parking Management Report displays the number of vehicles Entry/Exit 

count over a defined period. The report can be created for one or more ANPR 

cameras in a parking zone camera group. 

To create a report for Parking Zone:  

1. Right-click the name of the group in the Device tree and select Report.  

 

2. The Parking Management Report window opens. 
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¶ Graph Type : Bar graph, shown the total number of vehicles In/Out for the 

selected Entry Time and Exit Time with hour on X-Axis and Vehicle Count 

on Y-Axis. 

¶ Report Type : Only 24 hours of date time range data can be shown in the 

graph. 

¶ Filters : Define the date and the time range for the report and filter parking 

duration by hours/by minutes as well as a combination of all list types. 

¶ Refresh : Reset all the controls to their default values and update only the 

Exit Time with the current date time. 

¶ Export to CSV : You can export the selected date range of Parking 

Management Report data to the CSV file format. 

¶ Search : To search for a license plate, set the following parameters: 

- License Plate : Search License Plate Number using a full/partial license 

plate number. 

- License Plate Type : Search License Plate Type based on a list type, 

such as Allowed, Blocked and Others. 

- Entry Time : Search License Plate Number using vehicles Entry Time. 

- Exit Time : Search License Plate Number using vehicles Exit Time. 

- Duration : Search License Plate Number using vehicles Duration Time. 

- Apply: By default, the Parking Management Report displays data based 

on the specified entry and exit times without a duration filter. However, you 

can filter the data by hours or minutes within these durations by clicking 

the Apply button. 

Note: When the Parking Management Report window opens. The default Entry 

Time and Exit Time range is the latest hour data from the current time, with 

License Plate Type set to óAllô and duration range set to 0 to 24 hours. 
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License plate recognition (ANPR/LPR)  
License Plate Recognition (LPR) identifies and records vehicle license plate 

numbers.  

This feature is used for access control, monitoring, and investigation. 

Users can:  

¶ View license plate data in real time 

¶ Search for specific license plates 

¶ Managing license plate information in recorders and ANPR cameras 

Show real time LPR  

This function applies to TruVision Automatic Number Plate Recognition (ANPR) 

cameras that feature embedded Optical Character Recognition (OCR) to identify 

vehicle license plate information in real time.  

Note: TruVision ANPR cameras are only available in EMEA and can only read 

license plates from certain countries (US not included) depending on the 

firmware version.  

Table 2: Supported license plate regions  

Firmware V13.x FPx 

(default loaded FW) 

Slovakia, Italy, Spain, France, Germany, Poland, Belgium, 

France, Czech Republic, Netherlands, Denmark, Luxembourg, 

Greece, Albania, Bosnia and Herzegovina, Ireland, Malta, 

Sweden, Switzerland, Portugal, Macedonia, Croatia, Finland, 

United Kingdom, Romania, Serbia, Bulgaria, Norway, Israel, 

Hungary, Austria, Vatican City State, Cyprus, Iceland, Slovenia, 

Turkey, Montenegro 

Firmware V14.x FPx South Africa 

Firmware V15.x FPx Azerbaijan, Belarus, Kazakhstan, Lithuania, Georgia, Estonia, 

Latvia, Armenia, Russian Federation, Ukraine, Moldova, 

Belarus, Turkmenistan, Uzbekistan 

Note: Make sure to load the proper firmware for the region where the camera is 

installed. 

To activate license plate result (LPR) notifications in Navigator:  

1. Set up license detection in the TruVision ANPR camera web UI. See the 

TruVision ANPR IP Camera Configuration Manual for details. 

2. Drag a TruVision ANPR camera from the Navigator panel to a video tile in 

the Viewer panel. 

3. Right-click the tile and select Show real time LPR  > Show text . LPR 

notification information appears on the right side of the video tile. 
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4. To see LPR notifications in the Notifier panel, select the License Plate 

Recognition Notifier filter. See ñFiltersò on page 99 for details. 

5. When searching for license plate information in Navigator, a full or partial 

license plate can be used as a search term. The search is case-sensitive.  

 

License plate search  

To search for a license plate:  

1. Click the License Plate  tab in the Search window to search actions for 

ANPR cameras. You can add these cameras directly (as devices) to the 

software or they can be added to a recorder. 

2. Set the following parameters: 

- License Plate : Search LPR notifications using a full/partial license plate 

number. 

- List Type : Search LPR notifications based on a list type, such as Allowed 

list, Blocked list and Other List as well as a combination of all list types.  

- Vehicle Color : Search LPR notification based on the vehicle color drop-

down list (white, black, red, etc.). Note: The vehicle color-based search 

feature is only enabled for supported ANPR cameras. 

- Vehicle Direction : Search LPR notification based on the vehicle direction 

drop-down list (Forward, Reverse, All). Note: The vehicle direction-based 

search feature is only enabled for supported ANPR Cameras 

- Date Time : Enter start and end times for an LPR notifications search. This 

field is mandatory.  

Note: Select Cameras  list is only populated with ANPR cameras added to the 

device. 
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3. After entering the relevant parameters, click the Search  button to display 

the results from the recorder/camera in the grid. The results show the start 

and end time notifications, notification type, camera, and the vehicle 

license plate number. 

 

 

Managing license plate information in recorders and 
ANPR cameras  

 

ANPR cameras are supported in the TVN 22 and TVN 23 (S/P) recorder series, 

as well as the TVN 71 recorder series. 
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Cameras capture the license plate numbers of vehicles. A list is created in a 

camera, when its used as standalone device, or in a recorder, when the camera 

is added to a recorder. Lists are used to classify the captured license plates 

(such as an Allowed list, Blocked list, and Other list). 

To manage list using TruVision Navigator : 

1. Right-click a recorder name or an ANPR camera in the device tree. 

2. Select LPR Configuration. 

License plate data is displayed when there is already a license plate list in the 

recorder or camera. 

Note: Before importing a list into the recorder/camera, it is recommended to first 

export the template from the recorder/camera. The list can then be updated in 

Excel. Once the list is ready, it needs to be uploaded again in TruVision 

Navigator and then uploaded to the recorder/camera. 

Note: When the ANPR cameras are added to the recorder, the list needs to be in 

the recorder and not in the camera. 

¶ Export to Excel : To export the list from the recorder/camera 

¶ Import from Excel : To import the list into the software 

¶ Upload to Device : To upload the list to the recorder/camera 

¶ Add : To add an extra license plate in the list 

¶ Delete : To delete an existing license plate from the list 

To add a license plate to a list:  

1. Click Add  to add a license plate. 

2. Select LPR Configuration. 

3. Enter Number, License Plate, List Type and ID. 

- Number : A serial number of the item. 

- License Plate : The vehicle license plate number. 

- List Type : To add an extra license plate in the list 

- ID: Any reference ID specific to the license plate. 

4. Click OK. 
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You can double-click the displayed license plate to modify its information. 

Change the list type by double-clicking the type and then changing its 

information. 

Note: After a recorder has been added, changed or deleted, do not forget to 

upload the list to the device. 
 

Object counting   

Note: The object counting camera must be added by itself to the Navigator panel 

(so that it has its own device node) and must have a memory card installed to 

obtain object counting data. 

This function can be used with cameras that support object counting. Available 

selections are as follows:  

Statistics  

Right-click an object counting camera tile and select Object Counting  > 

Statistics .  

View object counting statistics by Report Type (select from Daily , Weekly , 

Monthly , or Annually ), Graph Type (select Bar Chart  or Line Chart ), and 

Statistics Time .  

Click Export to CSV  to export statistics data to an external file. 



Chapter 8 : Analytics 
  

 

Reset 

Right-click an object counting camera tile and select Object Counting  > Reset . 

This action resets the Enter and Exit numbers in the object counting on-screen 

counter to zero. 

Display counter  

Right-click an object counting camera tile and select Object Counting  > Display 

Counter  to display the object counting on-screen counter (Enter and Leave 

numbers). 

Note : This feature does not work for people counting cameras (TVS-PCx) 

Heat maps  
Note: The heat map function is only supported by TruVision 360° cameras. The 

360° camera must be added by itself to the Navigator panel (so that it has its own 

device node) and must have a memory card installed to obtain heat map data. 

Heat maps provide a visual representation of movement and activity within a 

scene. Areas with higher activity are highlighted using color variations. 

 

Users can:  

¶ Generate heat map reports 

¶ View activity trends over time 

¶ Export heat map data (image or file) 
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A heat map is a color-coded graphical representation of the movement of objects 

or people through a scene. The colors correspond to the amount of traffic, and 

the amount of time spent stationary in the configured scene. 

To set up the heat map:  

1. In the Navigator panel, right-click the device icon associated with a 360° 

camera and select Configure Device . 

2. Type the user name and password and click Login . 

3. Click the Configuration  tab and then click Heat Map . 

4. Select Enable Heat Map . For detailed instructions on heat mapping 

configuration, follow the instructions in the heat map section of the 

TruVision 360° Camera Configuration Manual. 

To view heat map statistics:  

1. After following the instructions above to set up a heat map, right-click the 

video tile of a 360° camera and select Heat Map . The heat map statistics 

window appears. 

2. Select a Report Type (Daily, Weekly, Monthly, or Annually), and then select 

a date from the Statistics Time  drop-down list.  

3. With Image Heat Map  selected under Statistical Results, click Export 

Image  to save a heat map image. 

 

4. With Time Heat Map  selected under Statistical Results, click Export to 

CSV to save heat map statistics in Excel format.  
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Queue management  and flow analysis  
Queue management and flow analysis monitor how people move through 

specific areas. These analytics help identify bottlenecks and waiting times. 

 

Users can: 

¶ Monitor queue length and waiting time 

¶ Analyze traffic flow at intersections 

¶ Generate reports for analysis 

Queue management  

The queue management statistics are used  to show the number of people that 

are queueing and the average waiting time per person.  

Queue management must be setup in the camera and is used to monitor the 

number of people in an area. For more details about queue management, see 

the TVPA (Series 2) 360° IP camera configuration manual. 

To set up and display the queue management statistics:  

1. Setup queue management in the camera and let it run.  

2. Check the results of the queue management analysis on the web page of 

the camera.  

3. Add the camera as a device to the Device Tree.  

4. Drag and drop the camera in a video tile of the Viewer.  

5. Right-click the Tile and select Queue Management Statistics .  

6. Select the appropriate report type, area, date and other parameters.  

7. Verify if the displayed result matches the result from the camera web page.  
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Example. TruVision Navigator shows the results: 

 

 

Intersection analysis  

The intersection analysis must be setup in the camera and is used to monitor the 

people flow in any intersection scenario or with intersecting pathways. For more 

details about intersection analysis, see the TVF or TVPA camera configuration 

manual. 

To set up and display the intersection analysis:  

1. Setup the intersection analysis in the camera and let it run for a specific 

time (minimum 1 day). 

2. Check the results of the intersection analysis on the web page of the 

camera. 

3. Check if the results match with the display in TruVision Navigator. 

4. Add the camera as a device to the Device Tree. 

5. Drag and drop the 360° view in a video tile of the Viewer. 

6. Right-click the Tile and select Intersection Analysis . 

7. Select the appropriate report type, the flow direction, and the date.  

8. Verify if the displayed result matches the result from the camera web page. 
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TruVision Navigator displaying the results: 

 

Face recognition and face picture libraries  
Face recognition is an analytics feature performed by supported devices. 

TruVision Navigator provides tools to manage face picture libraries used by these 

devices. 

The TVR18 recorder series supports face recognition for analog/HD-TVI 
cameras. 
Als the TruVision TVGP-P02 IP PTZ camera supports face recognition. 

Face recognition is a function that compares a captured face (in an image or 

video stream) with the faces of a face picture library and returns its identity 

information if the face is recognized. 

When face recognition is enabled on the device, captured faces from video 

streams are compared against the face picture library. If a match is found, the 

system can generate events or notifications depending on the device 

configuration. 

 

Face recognition processing is performed by the device (recorder or camera), 

while TruVision Navigator can be used to manage face picture libraries and 

associated records. 

 

Note:  

At this moment, it is not possible to receive any face recognition/comparison 

related events in TruVision Navigator. 
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The number of supported face records and recognition performance depend on 

the device model and available system resources. 

 

Support for face recognition in the different TVR18 recorders: 
 

Model  Number of channels  

TVR1804C Max. 2 channels 

TVR1808 Max. 4 channels 

TVR1816 Max. 4 channels 
 

The recorder stores the pictures of the faces in a picture library in the recorder. 
Also the TruVision PTZ camera TVGP-P02 IP camera supports face recognition. 
In TruVision Navigator you can manage the libraries and the content of each 
library. 
  

 
 

In the Device list, you see the device that support a face picture library. 
When you drag and drop a device in the field Face Picture Library, it will display 
the name of the libraries that are already setup in the device. 
If the list stays empty, it means that the device doesnôt contain a face picture 
library yet. 
Actions: 
¶ Add ï Create a new library for the selected device. 
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Give the library a meaningful name and click OK to save it. 
¶ Editï Edit the name of the selected library 

¶ Delete ï Remove the selected library from the device. 

3. When you double-click on the library name, you will see all the records for the 
persons in the selected library in the table. 
¶ Person Name 

¶ Contact Info 

¶ Modeling Status: Face modeling is the process by which the system 

analyzes a face image and extracts key features used for recognition. 

During this process, the system creates a mathematical representation of 

the face, which is then used to compare against faces detected in video 

streams.  

Modeling status indicates whether the face image has been successfully 
processed and is ready for recognition. 
Typical states include:  
- Unmodelled: image has been added but not yet analyzed 
- Succeeded: image is successfully modeled and usable - Failed: image 
could not be processed due to insufficient quality  
 

¶ Face Grading: is a system parameter that evaluates the quality of a 

captured or uploaded face image based on factors like angle, lighting, and 

resolution.  

 
You can use the checkbox before each record for bulk selection 
 

Actions:  
¶ Add / Edit / Delete ï Manage records 

It is possible to add, edit or delete individual records from the library. 
You can add a face picture in the library: 
For the TVR18: 
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1. Select the library where you want to add the face picture. 

2. Click Add to add a face picture. 

3. Browse to find a face picture. 

4. Click Ok to save the picture in the library. 

       Note:  

Å Only JPG and JPEG formats are supported. 

Å Each picture size should be less than 1 MB. 

Å The picture resolution shall be between 80 × 80 and 1920 × 1080. 
 

For cameras (TVGP P02 PTZ) 
 

 
 
 

5. Additional options 
¶ Import / Export: it is possible to import face pictures from the PC in a 

library. After the pictures are imported,  you can edit the information for 

each person. It also possible to export pictures from a library and store 

them on the PC. 

¶ Search ï Filter face pictures in the selected library, based on name, 

contact info, modeling status and face grading.  
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Video content analysis (VCA)  
Video Content Analysis (VCA) detects specific events or behaviors within video 

streams. This includes motion detection and advanced analytics such as 

intrusion or region-based detection. 

Users can: 

¶ Enable or disable analytics overlays 

¶ View detected motion or events directly in the video 

¶ Use analytics to trigger events and notifications 

 

Display analytics rules  

Note: Display analytics rules (Motion , VCA, and Thermal OSD ) only work with 

cameras that support this feature. Devices that support display analytics rules 

are indicated in the ñStream Overlayò row in the device details tables by the ñVCA 

Rulesò entry in Appendix B ñDevice detailsò on page 263. Enabling analytics rules 

for motion and VCA provides dynamic display indicators in the video tile for each 

selection. Motion and VCA indicators, as well as the on-screen drawing that 

defines a region of interest, differ depending on the model of recorder. 

 

Motion  

To enable motion analytics for newer IP cameras:  

1. Right-click the cameraôs recorder and select Manage IP Cameras . 

2. Under Camera Setup, click Motion Detection. 

3. Select the camera to display motion from the Camera  drop-down list. 

4. Select the Enable Motion Detection  and Enable Dynamic Analysis  for 

Motion check boxes. 
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5. If necessary, draw a new area setting in the Area Settings  tab and select 

Notify Alarm Host  in the Actions  tab so that motion notifications display in 

the Notifier panel. Close the configuration window. 

6. Right-click the cameraôs video tile and select Display Analytics Rules  > 

Motion  to enable or disable motion analytics. Motion analytics may appear 

as green rectangles in the video tile when they occur. 

 

VCA 

To enable VCA analytics for newer IP cameras:  

1. Right-click the cameraôs recorder and select Manage IP Cameras. 

2. Under Camera Setup, click VCA. 

3. Select the camera to display VCA analytics from the Camera  drop-down 

list. 

4. Select the Enable VCA Alarm check box. 

5. If necessary, select Notify Alarm Host  in the Actions  tab to so that VCA 

notifications display in the Notifier panel. Close the configuration window. 

6. Right-click the cameraôs video tile and select Display Analytics Rules  > 

VCA to enable or disable VCA analytics. VCA analytics may appear as red 

rectangles in the video tile when they occur. 

 

Thermal OSD (thermal cameras only)  

Note: The thermal camera must be added by itself to the Navigator panel (so 

that it has its own device node). 

Right-click a thermal cameraôs video tile and select Display Analytics Rules  > 

Thermal OSD  to enable or disable on-screen temperature display.  

 

Analytics on maps  
Analytics data can also be displayed on maps.  
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Examples include: 

¶ People counting summaries 

¶ Device status indicators 

¶ Event highlighting 

POS mode  
This function enables point of sale (POS) data display (from a device such as a 

cash register or ATM) in a video tile. The device providing the POS information 

must work in conjunction with a legacy ProBridge 3 text converter or via the 

NPCII, a third-party converter of SHL Systems (www.shlsystems.de).  

The converter acts as a bridge between the recording device and the Point-of-

Sale (POS) device (a cash register or ATM, for example). It feeds the POS text 

data into the recording device where it is tagged to the applicable video. 

The NPCII is compatible with the following recorders: 

¶ TVN 21 (via RS-232) 

¶ TVN 22 (via RS-232 and IP) 

¶ TVN 23 (via RS-232 and IP) 

¶ TVR 45HD (only for analog cameras; via RS-232 and IP) 

To activate POS mode:  

To display POS data on top of the camera view, right-click the POS-configured 

cameraôs video tile and select POS Mode  > In Band . 

To display POS data on the side of the camera view, right-click the POS-

configured cameraôs video tile and select POS Mode  > Out of Band . 
 

Tips for analytics  

¶ Ensure analytics features are supported by the camera model 

¶ Configure analytics carefully to avoid false detections 

¶ Use analytics together with events for automation 

¶ Use maps to visualize analytics data effectively  
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Chapter 9 
Playback and search 

 

Overview  
This chapter explains how to search for and review recorded video.  

Playback and search features allow users to locate specific events, analyze 

footage, and navigate recordings efficiently. 

Search functionality depends on recording configuration and device capabilities.  

Advanced search options such as motion-based search or text-based search 

require corresponding configuration on the device or recorder. 

Playback video  
To play back video:  

¶ Select a camera in the Viewer 

¶ Switch to playback mode using the timeline or controls 

¶ The video begins playing from the selected time 

Timeline navigation  
When a specific video tile is selected (indicated by a green outline around the 

video tile), the timeline functions affect that video tile. See Chapter 13 for more  

details on the function of each button and the toggle switches in the timeline 

area. Timeline buttons only appear when they are available to be chosen. For 

example, the Archive button will not appear until at least one camera is currently 

in Playback mode. 
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To find a specific point in time in the timeline:  

Search for video at specific points in time using any of the following methods: 

¶ Click the Zoom In  and Zoom Out  buttons to locate a date and time in the 

timeline.  

¶ Click the gray timeline bar and slide it to find a specific point in time. 

¶ Click the Go To Date  button to specify a date and time in the timeline. 

To play back video in the timeline:  

¶ Double-click anywhere on the timeline to automatically play back the 

selected video at that specific date and time. 

¶ Click and drag the current live/playback cursor, which appears as a green 

seek triangle icon on the gray timeline bar, to play video from anywhere 

along the timeline.  

To view video thumbnail images in the timeline:  

Hover the cursor over a point in the timeline with recorded video to see a 

thumbnail image of the video. 

Note: Devices that support this thumbnail function are listed in the ñGet 

Thumbnailò row in the device details tables (see Appendix B ñDevice detailsò on 

page 263). 

 

Playback controls  
Playback controls allow users to control video playback.  

Features include: 

¶ Play and pause 

¶ Adjust playback speed 

¶ Synchronize multiple cameras 
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Search functions  

Basic search  

Search allows users to locate video based on time and camera selection. 

Advanced search  

Additional search options include:  

- Motion-based search 

- Smart search 

- Text-based (POS) search 

 

Search multiple cameras for alarms, alarms plus events, motion and point-of-sale 

text-related video in the Search window. Searchable cameras must be configured 

for the search criteria specified. 

1. Click the Search  tab. 

2. Select check boxes in the Search by and Select Cameras areas to 

customize a search. 

3. Click the Search  button when finished. If a camera is set to record a 

substream in Navigator, search criteria can only be located by clicking the 

Search Substream button. 

Note: If performing a text search, a case-sensitive value must be typed into the 

Text  field if the Text  check box is selected. After performing a search at the 

recorder level using a text value, subsequent searches do not permit a 

Date/Time -only search. Close the Search window and launch another search to 

perform a Date/Time -only search at the recorder level. 
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To search for video tagged with text:  

1. Ensure that the device being searched for is working in conjunction with a 

legacy ProBridge 3 text converter or via the NPCII, a third-party converter. 

See ñPOS modeò Error! Bookmark not defined.  for further details.  

2. Click the Text  check box, type the text string in the Text  field, and click 

Search .  

Select or deselect the text overlay feature in the camera or recorder configuration 

settings to overlay the text on the video or place it beside the video (see the 

deviceôs user manual for details). This check box is dynamic and, if selected or 

deselected during playback, the text switches from overlay to side-by-side and 

vice-versa (the switch takes a few seconds). 

Different devices support varying levels of search capabilities. See Appendix B 

ñDevice detailsò on page 263 for further details on what types of video data are 

available for each device. 

People Density Search  

Click the People Density  checkbox to automatically activate the Date/Time  

fields. Enter both the start and end times, as this field is mandatory for People 

Density. 
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Thumbnail search  

Thumbnail search displays images from recorded video over a selected time 

range. 

The range selected can be exported directly to the Collector. It can be played by 

highlighting the video tile and clicking the play button, which opens the video in 

the main viewer. 

Note: Devices that support the thumbnail search function are listed in the 

ñThumbnail Searchò row in the device details tables (see Appendix B ñDevice 

detailsò on page 263). 

To perform a thumbnail search:  

1. Select a thumbnail layout view. Options include 9, 16 (default), 25, 36, 49, 

and 64. 

2. Select a start time and end time for the thumbnail search (default is 24 

hours before the current time). 

3. Click Search . The thumbnail search window video tiles populate with video 

thumbnails. Adjusting the search time by double-clicking a thumbnail 

(except the first one), double-clicking in the timeline, or sliding the 

beginning and ending timeline markers resets the thumbnails to the new 

time range specified. 

To play thumbnail search video:  

1. Click a thumbnail and then click the  button, or right-click a thumbnail and 

select Play  to play video beginning at the time specified in the thumbnail. 

2. Click the  button or right-click in the timeline to export video recorded 

between the Start Time  and End Time  to the Collector. Double-click the 

thumbnail of this video in the Collector to play it back in the viewer panel. 

Bookmarks  

Adding bookmarks  

Add a bookmark to the timeline for quick navigation to an incident. 

To add a bookmark, do the following:  

1. Select a single video tile. 

2. Right-click the timeline and select Add Bookmark  or click the Bookmark 

icon  in the timeline controls (clicking the icon places the bookmark at 

the same location as the play cursor). The Edit Bookmark window appears. 
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3. Type a title for the bookmark (16 characters maximum) in the Title  field. 

4. If necessary, the time stamp can be modified and text can be added into 

the Notes  field (256 characters maximum). 

5. Click OK. The bookmark icon appears in the timeline at the specified time 

stamp. 

Working with bookmarks  

Right-click a bookmark in the timeline to access the bookmark context menu. 

¶ Edit : Opens the Edit Bookmark window. 

¶ Delete : Deletes the bookmark. 

¶ Play : Opens a new tile and starts playing the video from the bookmark 

time stamp position.  

Viewing bookmarks  

Click the bookmark show/hide buttons /  to hide or display bookmarks. 

Hover the cursor over a bookmark icon to display bookmark information, The 

bookmark title and time stamp appear in the first line and the notes appear in the 

second line. 

 

Only bookmarks for the selected video tile are visible on the timeline bar ð no 

bookmarks display if multiple tiles are selected. 

It is not possible to create more than one bookmark with the same time stamp on 

the same camera. 

It is not possible to edit a specific bookmark when the timeline is in Zoom In 

mode and there are multiple bookmarks around the same time stamp. 
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Bookmarks in exported video  

Exported video retains bookmarks if the time stamp of the bookmarks fall within 

the time range of the video. Bookmarks are retained in videos in the Collector 

after exiting Navigator. Videos in the Collector that contain bookmarks appear as 

follows: 

 

Double-clicking a Collector video with bookmarks opens a video tile. The 

bookmarks appear in the video playback timeline. Hover the cursor over a 

bookmark icon to display bookmark information during playback of exported 

video. 

Note: Bookmarks cannot be edited or deleted during Collector video playback. 

Adding Bookmarks via the keypad (TVK -400-USB) 

To add bookmarks via the TVK-400-USB keypad go to Client Settings and 

enable ñEnable auto bookmark from keypad # (hash) symbolò. Refer to ñClientò 

on page 199. 

While viewing video (Live/Playback), the user can create bookmarks for the 

selected Video tile by pressing the hash (#) symbol. The bookmarks will have 

default title, video time and default note. 

 

The user can edit/delete these bookmarks later when necessary. 
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Bookmark manager  

The Bookmark Manager window is a central location that contains all device-level 

bookmarks. When bookmarks are added, edited, or deleted on the timeline, the 

Bookmark Manager automatically updates. Deleting the device or camera 

associated with one or more bookmarks removes them from the Device list in the 

Bookmark Manager. 

See ñAdding bookmarksò on page 131 for details on adding bookmarks and 

ñError! Reference source not found. ò on page 139 for details on exporting 

bookmarked video. 
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The following operations are available in the Bookmark Manager: 

Å Edit : Double-click a bookmark to edit the title, time, and notes. 

Å Delete : Press the Delete key on the keyboard to delete the bookmark. 

Å Play: Click the bookmarkôs play icon to play video associated with the 

bookmark in the timeline. 

Note: Bookmarks are saved in the Navigator database, so they are available 

after Navigator is closed and restarted. 
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Event Center  
The Event Center window provides a record of all events, both acknowledged 

and unacknowledged, over a specified time range. 

 

To find, view, and acknowledge events in the Event Center:  

1. Click the Event Center  button in the Notifier panel to launch the Event 

Center. 

2. Select View Unacknowledged  or View Acknowledged . 

3. Set filters to see only certain event types by selecting the check box next to 

each event type. 

4. Set a date range using the From  and To drop-down lists. 

5. Click the top of each column in the list of events to sort events by Device, 

Camera, Alarms, Device Time, Local Time, or Message. 

6. Click the camera link in an event to view it in the Viewer panel. 

7. Click Acknowledge All  to acknowledge all unacknowledged events. After 

a live notification is acknowledged, it is considered a stored or historic 

notification that can be searched.  

8. Click Export  to export a list of the events displayed in the Event Center in 

CSV file format. 
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Instant replay  
Note: It is recommended that this feature is only used when needed , because 

frequent, sequential usage might have an impact on the lifetime of the hard drive. 

Right-click a video tile containing a camera and select Instant Replay  or click the 

Instant Replay  button on the video tile to go from Live to Playback by a user-

defined and pre-configured period of time (30 seconds is the default setting) for 

quick viewing of an incident. To set instant replay time, type the minutes and 

seconds or click the spin wheels to enter the required value in the Instant 

Replay Duration  fields and click OK. 

To start instant replay in a video tile, do one of the following:  

¶ Click the Instant replay  button in the lower left corner of the video tile. 

¶ Right-click the video tile and select Instant Replay . 

¶ Set the Live/Playback toggle switch in the timeline to Playback . 

To stop instant replay in a video tile, do one of the following:  

¶ Right-click the video tile and select Live . 

¶ Set the Live/Playback toggle switch in the timeline to Live . 

Synced playback  
This selection appears in the context menu for cameras in playback mode that 

are connected to a recorder. Selecting Sync to this video  plays back all videos 

in the Viewer (up to a maximum of nine) at the same current playback time/date 

of the camera being synced to. An ñSò icon in the top status bar of the video tile 

indicates synced videos. 

If a synced camera is set to record events instead of a continuous live stream, 

gaps in recording are indicated by a display of the last frame recorded before the 

gap occurs. The video resumes when it reaches the time that the next event was 

recorded. 

Note: Certain cameras/conditions cannot be synced for playback: 

¶ Local file playback and recording 

¶ V-Stream 

¶ Cameras connected as devices (using an SD card rather than a recorder) 

¶ No permission for camera playback 

Tips for playback  
¶ Use timeline zoom to quickly locate events 
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¶ Use bookmarks to mark important footage 

¶ Use synchronized playback to compare cameras 

¶ Use thumbnail search for fast investigation 

 

  



 Chapter 10: Export video  
   

139 
 

Chapter 10 
Export video 

Overview  
This chapter explains how to export video and images from the system.  

Export features allow users to save recorded video, snapshots, and other data 

for backup, sharing, or investigation purposes. 

 

Export functionality is controlled by user permissions.  

Users must have the appropriate export permissions assigned to perform video 

or snapshot export operations. 

Export vid eo 
Export video from one or more cameras either immediately, at a specified time in 

the future, or on a recurring basis in the Export Video window. 

Export Now 

To export video from the recorder on a one -time basis:  

1. Right-click a recorder icon in the Navigator panel and select Export Video . 

2. Accept the default location or click Browse  and specify a destination 

location for the export. 

Note: Ensure that the destination location for the export has enough disk 

space capacity to store the exported video. We recommend that this 

location be different than the location specified for recurring schedule video 

downloads. 

3. Select one or more cameras for video export in the Select Cameras  list. 

4. To start the export process immediately, select Export Now . The export 

task is automatically added to Tasks. Move the mouse pointer over the 

status column in the Tasks  window to see detailed progress of the export.  

5. To schedule the export process, select Schedule  and specify a date/time 

to start the export process. An export task is automatically added to Tasks. 
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To remove the record of the scheduled export from Tasks, select the 

Remove this task when complete  check box. 

 

6. Click OK. 

When export tasks are complete, the exported video can be found at the location 

specified along with the TruVision Navigator Player program. See ñTruVision 

Navigator Playerò on page 155. 

Export using the timeline  

To export video from the timeline to the Collector:  

1. Slide the beginning and ending timeline markers to highlight a segment of 

time in green on the timeline bar. 

2. Click the Save Video  button. A green progress bar appears under the 

exported video that turns blue after exporting is complete. 

 

Note: The Export video  permission is required to export video from the timeline. 

Scheduled export  
We recommend creating a separate folder for recurring task video exports, which 

are downloaded and stored in their own directory. The full download folder 

structure is as follows: 

C:\[VideoDownloadFolder]\AutoArchive\[DeviceTitle]\Cameras\[CameraNames] 

When scheduling a recurring task, an alert appears showing the estimated 

available storage space in the target location. Available space for video export is 

calculated each day before video download. If there is insufficient space in the 

target location, a warning alert is sent to the administrator via email if Video 

Export Failure  is selected in the Settings  > Notifications  window. 

To export video from the recorder on a recurring basis:  

1. Right-click a recorder icon in the Navigator panel and select Export Video . 
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2. Click Browse  and specify a destination folder for the export. 

Note: Ensure that the destination folder for the export has enough disk 

space capacity to store the exported video. We recommend that this folder 

be used exclusively for recurring video downloads. 

3. To schedule the export process, select Recurring Schedule  and select 

Everyday  or individual days of the week for the recurring video export. 

4. Specify a daily time range for the video export (24 Hour  or Custom Time ). 

Specify the start and end times for each day if selecting Custom Time . 

5. To remove the record of the scheduled export from Recurring Tasks and 

Tasks, select the Remove this task when complete  check box. 

6. Select one or more cameras for video export in the Select Cameras  list. 

7. Select the range of recurring dates from the Recurring Start Date  and 

Recurring End Date  drop-down lists. 

 

8. Click OK. An export task is automatically added to Recurring Tasks and 

Tasks. 

When export tasks are complete, the exported video can be found in the 

directory under the download folder in the camera name folders.  
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Taking snapshots  
You can take snapshots from the timeline. 

Taking a snapshot of a selected video tile containing a camera sends a still 

image file to the Collector for export. 

To take and deploy a snapshot:  

1. Click the Snapshot  button above the timeline or right-click a video tile 

containing a camera and select Snapshot . 

2. Right-click the snapshot in the Collector panel to Print Preview , Print , 

Email , Rename , or Export  the snapshot image. See Chapter 10 Export 

video. 

Collector panel  
The Collector panel contains video and snapshots from the timeline (see 

ñTimeline navigationò on page 127), the camera context menu in the Navigator 

panel (see ñExport videoò Error! Bookmark not defined. ), and the camera tile 

context menu in the Viewer panel (see ñLocal recordingò Error! Bookmark not 

defined. ). 
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To view a video clip in the Collector, double-click the videoôs thumbnail to launch 

it in the Viewer. Double-click a snapshot to play video from the camera that 

provided the snapshot at the point in time the snapshot was taken. 

To delete items from the Collector, right-click an individual itemôs thumbnail and 

select Delete  or click the Delete All button at the top of the Collector panel. 

Export all collected video and snapshots in the Collector panel to a specific 

location either on demand or via a schedule. 

To export video or snapshots from the Collector:  

1. Click the Export All  button at the top of the Collector panel to export all 

videos and snapshots, or right-click an item in the Collector panel and 

select Export  to export it individually. 

2. Click Browse  and specify a destination location for export. Click the Show 

files in folder link to view the current contents of the folder (you can also 

click the Show files in folder  button in the Collector toolbar to view folder 

contents). 

Note: Make sure there is enough disk space at the destination location for 

the export. Use the file size estimate in the Collector as a guideline.  

3. To start the export process immediately, click the Export Now  button. The 

export task is automatically added to Tasks (see ñTasksò Error! Bookmark 

not defined. ). A progress bar appears below each video thumbnail to 

indicate export progress. Exports in progress appear as green and turn to 

blue after export is complete. 

4. To schedule the export process, click the Schedule  button and specify a 

date/time to start the export process. An export task is automatically added 

to Tasks. 

Note: The Local Scheduling Service must be running to execute these 

export tasks. Refer to the Services window for status and actions on all 

services. 

When export tasks are complete, exported video and snapshots can be found at 

the location specified along with the TruVision Navigator Player program. See 

ñTruVision Navigator Playerò on page 155. 

Collector context menu  

Right-click a snapshot to make any of the following selections from the context 

menu: 

¶ Print Preview  

¶ Print  

¶ Email  

¶ Rename  (also available in the Collector video context menu) 
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¶ Export  (also available in the Collector video context menu) 

TruVision Navigator Player  
Exported video files include the TruVision Navigator Player.  

The player allows users to:  

¶ Play exported video 

¶ Navigate recordings 

¶ View associated data such as timestamps or bookmarks 

 

To view exported video: 

¶ Open the exported file  

¶ Launch the included player 

 

The player runs independently from the main application and can be used for 

sharing video with other users. 

Viewing exported video  

The TruVision Navigator Player is a standalone player that can be used to replay 

any video clip exported using TruVision Navigator (proprietary file formats include 

.wvf, .mpc, .asf, .mp4, and .drv). This player should be copied to media along 

with video clips for authorities. It launches from the media itself and does not 

require installation to a computer. 

To play video with the TruVision Navigator Player:  

1. After exporting video clip(s) from the Collector to the user-defined location, 

launch the TruVision Navigator player by double-clicking the TruVision 

Navigator Player icon in the file folder where the video clips are located.  

IMPORTANT: The player.bin file must be in the same directory as the 

TruVision Navigator Player.exe file for the TruVision Navigator Player to 

work. 

2. The player automatically sweeps the directory and loads the associated 

video clips in the Video File Selector panel from that directory. Double-click 

a camera icon in the Video File Selector panel to populate the next video 

tile. The default view is 9-up with a maximum of 16-up. Other custom views 

are available. 
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Local recording  
Use the Local Record  button to record live video to the client computer.  

Note: Be sure to turn off local recording before it takes up too much storage 

space on the client computerôs hard drive. 

To create a local record video file, do the following:  

1. Select a camera video tile in the Viewer. 

2. Click the Local Record  button (to the right of the playback controls) or 

right-click in the tile and select Start Local Recording  to begin recording. 

A thumbnail appears with a start time along with a red dot in the Collector. 

3. The red Local Record  button blinks when any camera is recording locally. 

4. Click the red Local Record  button again to stop the recording. An end time 

for the thumbnail automatically appears in the Collector. 

5. Follow export operations as necessary to save the local recording. See 

ñExport videoò on page 139. 

Tips for exporting  
¶ Ensure sufficient storage space before exporting video 

¶ Use shorter time ranges for faster export 

¶ Schedule exports during low system usage 

¶ Use snapshots for quick evidence capture  
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Chapter 11 
Maps 

 

Overview  
Maps provide a graphical representation of locations within the system, such as 

buildings, floors, or areas.  

Devices such as cameras, doors, and intrusion systems can be placed on maps 

to allow quick navigation and control. 

Maps are particularly useful in large systems to quickly locate devices and 

respond to events. 

Maps are configured using the map configuration tools described in this chapter 

and are used during live monitoring in the Viewer panel. 

Maps are not only used for visualization but also function as an operational 

interface. 

Devices represented on maps can respond to system events, allowing users to 

quickly identify and react to incidents.  

Event-driven behavior on maps is typically configured through Event-Actions and 

device event configuration. 

Adding maps  
Maps can be added to represent physical locations. 

To add a map:  

1. Open the Navigator panel 

2. Select the Maps section 

3. Add a new map 

4. Upload or select an image (for example, a floor plan) 
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Supported image formats (e.g., JPG, PNG) 

 

Maps can be opened in the Viewer by  

¶ Double-clicking the map in the Navigator panel  

¶ Dragging the map into a Viewer tile  

Organizing maps  
Maps can be organized in a hierarchy to represent multiple locations. 

Examples include: 

¶ Buildings 

¶ Floors 

¶ Rooms 

Submaps can be used to create multiple levels of detail. 

Adding devices to maps  
Devices can be added to maps to represent their physical location. 

To add a device: 

¶ Drag a device from the Navigator panel onto the map 

¶ Place it in the desired position 

 

After making changes to a map, save the configuration to apply the updates. 

 

Adding people counting cameras to a map  

Note: The display size of the counting summary is related to the resolution of the 

map. The higher the resolution of the map, the smaller the size of the counting 

summary. 

1. Add people counting cameras and groups to the people counting node in the 

Navigator tree, see ñAdding people counting IP cameraò on page 47on page 

47 and ñAdding people countingò on page 102. 

2. Add a map to Navigator, as instructed in ñAdding mapsò on page 146. 

3. Right-click the map that was just added and select Configure Map . The 

configuration window for the map will open. 
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4. Drag and drop the people counting camera group on the map. A summary 

window with the real time counting value (and maximum permitted number of 

people, if setup) will be displayed on the map. You can position the summary 

where you need on the map. In the example below, a maximum number of 

people for the waiting room and maximum for the entrance is used. Only one 

value for the entrance is displayed (equal to the actual number of people on 

the site). 

 

 



 Chapter 11: Maps 
  
   

149 
 

5. You can also drag & drop the individual people counting cameras on the map, 

see graphic below. 

 

 

Device linking  
Camera, recorder, access control door, access control panel, intrusion panel, 

and intrusion sensor icons can be added to maps to represent their physical 

locations.  

Devices such as cameras can be linked to doors or intrusion sensors. This allows 

video to be displayed automatically when an event occurs. 

 

Selecting any element in a map while pressing the Alt key highlights other 

elements associated with the selection. Clicking the map itself while pressing the 

Alt key highlights all elements on a map. Pressing Ctrl while rotating the mouse 

wheel permits zooming in to the cursor on a map. 

Note: The recommended map image size should be between 800×600 and 

1920×1080. Smaller images will cause markers to appear overly large. 

Conversely, larger images will make markers appear very small. 

 

Link cameras to doors  

1. In the Configure Map window, right-click an access control point (door) 

and select Link Cameras . 

2. Select all cameras on the map to link to the door (or select Select All ), 

and then click OK. 
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3. To see which cameras and access control panels on the map are linked to 

a door, hold down the Alt key while clicking the panel icon (1) and orange 

highlighting appears around the door (2) and connected camera (3) icons.  

 

 

Event behavio r 

Whenever the door is opened, notifications from linked cameras appear in the 

Notifier panel (see ñNotifier configurationò on page 97). Click the camera 

notification in the Notifier panel to launch video recorded when the door was 

opened in the Viewer panel (see ñViewer overviewò on page 88). If a linked 

camera has been assigned to the Event Monitor, video from the camera 

displays in the Event Monitor if the doorôs reader is swiped or if the door is 

opened.  

Open a door from the map  

Doors can be opened from maps in the Viewer Panel by double-clicking a 

door icon. 

Configuring map icons  
Each device placed on a map is represented by an icon. 

Icons can be positioned and adjusted to reflect the real-world placement of 

devices. 

Each device is represented by an icon. 
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Icon appearance may change depending on the status. See Chapter 13 for more 

details. 

Adding and positioning icons:  

1. Right-click the map name in the Navigator panel and select Configure 

Map. 

2. Click and drag a camera, recorder, alarm output, access control panel (if a 

TruPortal system has been added to Navigator), access control point 

(door icon), a website, or another map from the Navigator panel to any 

point on the map. 

 

3. Right-click a camera and select Orientation  to change the position of the 

camera to mimic its physical orientation. 

4. To manually rotate an IP camera icon, press Ctrl and click the icon. The 

rotation of the camera icon follows the mouse, and the icon changes color 

during rotation. The cursor also changes to indicate the direction set for 

the camera. 

5. Click OK to save. 

6. To remove an icon, right-click it and select Delete . 

Linking maps and objects  
Maps can include links to other elements such as: 

¶ Submaps 
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¶ Cameras 

¶ Websites 

¶ Device outputs 

These links allow quick navigation between different parts of the system. 

Launching maps and websites from a map in the Viewer 
Panel  

In a map in the Viewer Panel that has been configured to include one or more 

submaps and/or websites, double-click a submap or website icon to launch it in a 

Viewer Panel tile. 

Operating alarm outputs  

Alarm outputs can be activated directly from the map. 

In a map in the Viewer Panel that has been configured to include one or more 

recorder or camera alarm outputs, double-click a output icon to turn it on or off. A 

small green circle appears on the digital output icon when an output is triggered 

(on).  

To delete a digital output from a map, right-click the icon and select Delete . 

To see which cameras on the map are linked to an output, hold down the Alt key 

while clicking the output icon and orange boxes appear around the connected 

camera icons. 

 

Analytics data can also be displayed on maps. See Chapter 11. 

Map behavior and interactions  
Devices on maps can respond to system events. 

For example: 

¶ Icons may change appearance when an event occurs 

¶ Devices may be highlighted to indicate activity 

 

Map behavior may depend on event configuration. 

Using maps in the Viewer  
Maps can be used in the Viewer to interact with devices. 
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Users can: 

¶ Click camera icons to display video 

¶ Double-click doors to trigger actions (if enabled) 

¶ Open submaps or websites directly 

Map navigation features  
Users can navigate maps using: 

¶ Zoom 

¶ Pan (click and drag) 

¶ Fit-to-screen options 

 

Double-click to open linked items (cameras, maps, websites) 

 

Viewing associated items on a map:  

1. Hold down the Alt key and click a recorder icon (1). Orange highlighting 

appears around all cameras (3) and alarm outputs (2) associated with the 

recorder. 

 

2. Hold down the Alt key and click a camera icon (1). Orange highlighting 

appears around all recorders (3) and alarm outputs (2) associated with the 

camera. 

 

Best practices  
¶ Use clear map images  

¶ Organize maps logically  

¶ Place devices accurately  
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¶ Use submaps for large systems 

¶ Avoid overcrowding maps with too many devices  

¶ Use consistent naming for maps and submaps 

¶ Ensure users have the appropriate permissions to access maps and 

associated devices 
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Chapter 12 
System tools and 
integrations 

 

Overview  

This chapter describes advanced tools and integrations available in the system.  

These tools are typically used for system management, diagnostics, and iteration 

with external systems. 

Some features may require additional permissions or supported devices. 

System tools and integrations provide advanced management capabilities and 

connectivity with system components.  

These tools support monitoring, diagnostics, and interaction with devices at both 

the device level and the system level. 

 

PART 1- System tools  

System diagnostics  

System diagnostics tools provide information about device status and system 

performance. These tools help identify issues and monitor system health. 

 

Available diagnostics tools include: 

1. Health diagnostics report for a device 

¶ Device reports for health and configuration information 

¶ Network statistics for monitoring bandwidth usage 

¶ Tampering detection for identifying camera interference 
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Health diagnostics  report  

To run a manual health diagnostic snapshot on a single recorder, right-click the 

device in the Navigator panel and select Health Diagnostics . 

The Device Diagnostics window appears and displays the full set of health 

diagnostic data for that specific device. See Appendix B ñDevice detailsò on page 

263 for more details on the different health diagnostics available for each device. 

 

 

 

Right-click the Devices node and select Health Diagnostics  to review health 

diagnostic data across all the devices in the system. Move the scroll bar at the 

bottom of the window to the right to see all health diagnostic information. 

Use the filters and date parameters to pinpoint the search. Export the contents of 

the dialog to the CSV file format for case management, work orders, or issue 

resolution documentation by clicking the Export to CSV  button. 



 Chapter 12: System tools and integrations 
  
   

157 
 

 

Note: For devices to appear in the Diagnostics window, health diagnostics must 

be run at the device level first. See ñAutomated diagnostic pollingò on page 227 

for information on setting automatic diagnostic polling for recorders or ñHealth 

diagnosticsò on page 226 for manual, device-level generation of health 

diagnostics. 

 

Device report  

Device reports provide detailed information about system devices. 

Reports can include:  

¶ Device status and configuration 

¶ Camera health information 

¶ Diagnostic data Reports can be exported for further analysis or record-

keeping. 

 

Navigator permits export of health diagnostics information by generating a device 

report.  

To generate the device report:  

1. Right-click a recorder icon in the Navigator panel. 

2. Select Device Report . The device report displays in a new window. 

Note: It may take up to a minute to complete the device report depending 

on the number of cameras recording to the device and the network 

connection. 

3. Click Export to PDF  to save the report as a PDF. 

As a part of the report, tampering monitor images are also provided at the bottom 

of the report in the Camera Check section. For more information on the 

tampering monitor, see ñTampering monitorò on page 160. 
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Disk analysis  

Disk analysis provides a timeline view of video recorded to disk on all connected 

cameras. Color coded video tags are defined in the bottom of the Disk Analysis 

window.  

Note: Areas in the timeline tagged as Other (gray) may or may not contain 

recorded video. The device may have been offline or not configured to record 

video during the period of time indicated. 

To run disk analysis and play back video:  

1. Right-click the device icon in the Navigator panel and select Disk 

Analysis . The disk analysis window appears. 

2. Select a time range of recorded video in the Start Time  and End Time  

fields. 

3. Select cameras for disk analysis in the Select Cameras section and click 

Search . 

4. Select check boxes to the left of each camera name as necessary. Video 

from all cameras selected play back simultaneously in the Viewer during 

playback. 

5. If necessary, click the Zoom In  and Zoom Out  buttons or click the 

timeline and slide it to the left or right to locate a specific point in time. 

6. Double-click anywhere on the disk analysis timeline to play video in the 

Viewer from that point in time. 

To export video from the Disk Analysis window:  

1. If necessary, click the Zoom In  and Zoom Out  buttons or click the timeline 

and slide it to the left or right to locate a specific point in time 

2. Slide the beginning and ending timeline markers to highlight a segment of 

time in green on the timeline bar. 

3. Right-click a disk analysis track and select Export Video  from the menu or 

click the Export Video  button. 

To view video thumbnail images in the Disk Analysis window:  

Hover the cursor over a point in a camera timeline with recorded video to see a 

thumbnail image of the video. 

Note: Devices that support this thumbnail function are listed in the ñGet 

Thumbnailò row in the device details tables (see Appendix B ñDevice detailsò on 

page 263). 
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Network statistics  

Network statistics allow monitoring of incoming and outgoing bandwidth usage.  

Users can: 

¶ View bandwidth consumption 

¶ Monitor active video streams 

¶ Identify potential network issues 

 

Right-click the device in the Navigator and select Network Statistics  to launch 

the Network Statistics window. The outgoing and incoming network bandwidth 

limit and usage appear in a graphical format. The number of open video streams 

on the system at the device level also appears. 

 

Select or deselect items under Outgoing Bandwidth and Incoming Bandwidth. 

Click Close  to exit the Network Statistics window. 
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Note: Incoming bandwidth statistics do not appear when running network 

statistics on DVRs. 

 

Tampering monitor  

Tampering detection compares current camera images with reference images to 

identify potential camera interference. 

Differences between images may indicate obstruction, movement, or tampering. 

Navigator is equipped with a tampering monitor that compares the current image 

with a reference image taken during the installation. The tampering monitor 

keeps a record of each camera by taking a reference snapshot and storing it in 

the database. 

To open the tampering monitor, right-click a recorder and select Tampering 

Monitor . The Tampering Monitor window appears.  

 

Reference images are listed with the date and time they were taken in the 

Reference Image column. For the first time applications of this feature, the 

reference images are empty. In this case, click Update All  to save the reference 

images. Tampering activity on each camera can be monitored by comparing 

reference images with live images located on the right side of the window. 
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PART 2 ï Configuration tools  

Device control tools  

Device control tools provide options for managing devices.  

These tools include: 

¶ Rebooting devices 

¶ Restoring factory defaults 

¶ Exporting and importing configuration 

 

Reboot device  

1. Right-click a recorder icon in the Navigator panel and select Reboot  to 

reboot it.  

2. Click Yes to confirm reboot of the device. The recorder icon changes to  

in the Navigator panel to indicate that it is offline.  

3. After the device reboots, right-click its icon in the Navigator panel and 

select Connect  to reconnect it. 

 

Restore factory defaults  

Devices that support the restore factory defaults function are listed in the 

ñSupported Devicesò row in the device details tables (see Appendix B ñDevice 

detailsò on page 263). 

1. Right-click a recorder icon and select Restore Facto ry Defaults to have 

the device default to factory settings (the same settings on the device when 

it was shipped).  

2. Click Yes to confirm reboot of the device. The recorder icon changes to  

in the Navigator panel to indicate that it is offline.  

3. After the device reboots, right-click its icon in the Navigator panel and 

select Connect  to reconnect it. 

Firmware management  

Firmware management allows devices to be updated with new software versions.  

Users can upload firmware files and perform upgrades on supported devices. 

Logical views  

Logical views allow devices to be grouped for easier navigation.  
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These views help organize large systems into meaningful categories. 

 

To add a logical view:  

1. Right-click the Logical View node in the Navigator panel and select Add 

Logical View . The Configure Logical View window appears. 

2. Type a title for the view in the View Name  field, and then drag and drop 

devices from the Logical View panel into the Selected Devices  box. 

 

3. Use the up and down arrow buttons to move devices within the list. When 

finished, click OK to create the new logical view. To delete a logical view, right-

click the logical view icon in the Navigator panel and select Delete  

 

To add IP Speakerôs audio relays to logical groups: 

1. Drag and drop IP Speaker relay(s) to the Logical Views. 

2. Right-click an IP speaker device node and select Play Sound Clips . 

3. You can play various sound clips added from different devices. 

Note: To avoid confusion when multiple IP speakers have similar or identical 

titles for audio relays, the Logical Views display the title of an audio relay in the 

following format: ñRelay Title ï IP Speaker Titleò. 

Network devices  

Network devices such as switches can be monitored within the system.  

This provides visibility into network infrastructure supporting the video system. 
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Aritech IFS® network switches can be added to the Navigator panel. Port status 

and statistics for each port on a network switch can be monitored in the navigator 

panel and/or the viewer panel. 

Adding network switches manually  

1. Right-click the Network Switches node, and then select Add Device  > Add 

Manually  from the drop-down list. The Network Switch Properties window 

appears.  

Note: There is only one option for the Panel Type,  so it is selected by 

default.  

2. Type a name in the Panel Title  field. Values are alphanumeric.  

3. Type the deviceôs IP address in the Panel Address  field. 

4. The Port  field is pre-populated with a default value based upon the type of 

device selected. If the port assigned to the device is different from the 

default value, type the correct port value in this field. 

5. Type the required values in the Username  and Password  fields. These 

fields are only required if the device being added has been configured to 

require a username and password. 

6. 4Select the Enable  SSL check box if required by the server.  

7. Click OK. 

Note: After clicking OK, fields highlighted with a red exclamation point indicate 

rejected values. Move the mouse pointer over the exclamation points for tips on 

why the values were invalid. All fields must be valid to successfully add a device. 

Adding network switches using the discovery tool  

IMPORTANT: A wired network connection is required for device discovery. A 

device cannot be activated via a Wi-Fi network connection. 

1. Right-click the Network Switches node in the Navigator panel, and then 

select Add Device  > Add via Discovery Tool  from the drop-down list or 

click the Add Devices  button   and then select Add via Discovery Tool.  

2. The Discovered Devices window displays and provides a list of available 

network switches in the network. 

3. To add network switches to the Navigator panel, select one or multiple 

switches from the list and click Add . The switch(es) appear under the 

Network Switches node in the Navigator panel.  

Note: The discovery tool attempts to add network switches by using their 

default credentials. If the credentials of a switch are previously changed from 

default values, the switch still gets added to the Navigator panel, but it is 

shown as offline. In this case, updated credentials need to be applied 

manually by right-clicking the panel and selecting Configure Device . 
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4. Expand the Network Switches node to view all switches added to the 

system. Upon successful connection, the Navigator populates the 

respective ports under each switch. 

Port information and display  

 

Note: An ONVIF-compliant camera or recorder connected to an ONVIF-

compliant network switch port displays the model name and IP address in the 

Navigator panel. If an attached camera is in the Navigator panel, the camera 

name also appears here. 

Network switch icon definitions are as follows: 
 

 
Switch port active with PoE. 

 
Switch port active. 

 
Switch port inactive. 

 ONVIF-compliant network switch. 

To view a network switch front panel in the Viewer panel:  

1. Click the Custom View  button in the Viewer panel and select a one-up or 

stacked horizontal view (see ñCustom Viewsò Error! Bookmark not 

defined.  for details).  
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2. Right-click a network switch in the Navigator panel and select Display 

Front Panel . 

3. Type the user name and password for the switch in the security window 

and click OK. The front panel of the switch appears in the Viewer panel. 

 

To view network switch statistics:  

1. Right-click a network switch icon and select Run Network Statistics .  

2. Select Bar Chart  or Line Chart  to view incoming and outgoing bandwidth 

per port. 

 

 

To view port statistics:  

Right-click a port icon and select Port Statistics . A line chart appears that shows 

incoming and outgoing bandwidth for the port. 



Chapter 12 : System tools and integrations 
  

Configuring network switches  

1. Right-click a network switch icon in the Navigator panel and select 

Configure Device . 

2. Type in the user name and password for the switch. The main web page 

appears. See the user manual for the specific IFS switch model for 

instructions on how to use the web UI to manage and configure the switch. 

 

Note: If a switch is plugged into a switch via an RJ45 connector, it must be 

properly configured so that it appears in the Navigator panel. Go to Port 

Identification  > Configuration  in the switchôs web UI and select Switch  from 

the drop-down list next to the port number that the switch is connected to. 

To power cycle a device connected to a PoE port:  

Right-click a port in the Navigator panel and select PoE Reset . The port color will 

turn green and then turn orange again after 30 seconds. 

To reboot a network switch:  

Right-click a network switch icon and select System Reboot  to power cycle the 

switch. 
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PART 3 ï Integrations  

Access control integration  (End of Life)  

The system can integrate with the TruPortal access control solution to monitor 

and control doors.  

Users can: 

¶ View door status 

¶ Open doors remotely 

¶ Link cameras to access control events 

 

TruPortalÊ is an IP appliance-based access control system that integrates with 

TruVision Navigator.  

After installing the TruPortal SDK, add TruPortal systems to the Navigator panel 

by choosing one of the following options from Access Control: 

¶ Add manually. See ñAdding TruPortal systems manuallyò on page 168. 

¶ Add via discovery tool. See ñAdding TruPortal systems using the discovery 

toolò on page 168. 

Installing the TruPortal SDK  

Note: The TruPortal SDK 1.1.54 or later plug-in must be installed before 

Navigator can communicate with the TruPortal panel. 

To download and install the TruPortal SDK plug -in:  

1. Go to https://firesecurityproducts.com. 

2. Search for TruVision Navigator 9.2, go to the webpage and select 

Downloads. 

3. Download the TruPortal SDK plug-in Zip file and extract the contents to a 

folder on the local computer. 

4. Launch Internet Explorer 9 or later and type the IP address of a TruPortal 

panel installed in the local network into the Address bar. 

5. Log into the system as a user with Plugins > Modification permissions. 

6. Select System Administration > Plugins. 

7. Click the Install  button. 

8. Click the Select File  button. 

9. In the Open dialog box, navigate to the folder containing the plug-in 

package (the file has an .LFF extension), select the file, and then click 

Install . 

https://firesecurityproducts.com/
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Note: Plug-in installation may take up to 10 minutes. The panel restarts after 

successful installation. The plug-in automatically starts after the panel restarts. 

Adding TruPortal systems manually  

1. Follow the instructions under ñInstalling the TruPortal SDKò above.  

2. Right-click the Access Control node, and then select Add Panel  > Add 

Manually  from the drop-down list. The Access Control Panel Properties 

window appears.  

Note: There is only one option for the Panel Type  so it is selected by 

default.  

3. Type a name in the Panel Title  field. Values are alphanumeric. The default 

panel title is My TruPortal. 

4. Type the deviceôs IP address in the Panel Address  field. 

5. The Port  field is pre-populated with a default value based upon the type of 

device selected. If the port assigned to the device is different from the 

default value, type the correct port value in this field. 

6. Type the required values in the Username  and Password  fields. These 

fields are only required if the device being added has been configured to 

require a username and password. 

7. Select the Enable  SSL check box if required by the server.  

8. Click OK. 

Note: After clicking OK, fields highlighted with a red exclamation point indicate 

rejected values. Move the mouse pointer over the exclamation points for tips on 

why the values were invalid. All fields must be valid to successfully add a device. 

Adding TruPortal systems using the discovery tool  

Navigator is equipped with an embedded device discovery tool that discovers 

devices such as recorders, cameras, and encoders in the network and permits 

the addition of one or more of those devices. 

IMPORTANT: A wired network connection is required for device discovery. A 

device cannot be activated via a Wi-Fi network connection. 

1. Follow the instructions under ñInstalling the TruPortal SDKò on page 167. 

2. Right-click the Access Control node, and then select Add Panel  > Add via 

Discovery Tool  from the drop-down list. The Discovered Access Control 

Panels window appears and provides a list of available control panels in 

the network.  

3. To add control panels to the Navigator, select one or multiple panels from 

the list and click Add . The panel(s) appear under the Access Control node 

in the Navigator panel.  
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Note:  The discovery tool attempts to add access control panels by using their 

default credentials. If the credentials of a panel are previously changed from 

default values, the panel still gets added to the Navigator panel, but it is 

shown as offline. In this case, updated credentials need to be applied 

manually by right-clicking the panel and selecting Properties  or Configure . 

4. Expand the Access Control node to view all panels added to the system. 

Upon successful connection, the Navigator populates the respective doors 

under each panel. To unlock a door, right-click the door icon and select 

Unlock . 

Access Control configuration requires that Adobe Flash be installed on the 

computer performing the configuration. See the TruPortal Software User Guide 

for instructions on configuring TruPortal. 

Performing lock and unlock operations  

Right-clicking the Access Control node provides the following lock/unlock 

operations: 

¶ Global Lockout : Lock out all doors of all panels. 

¶ Global Reinstate : Reinstate all doors of all panels. 

Right-clicking an Access Control panel provides the following lock/unlock 

operations: 

¶ Reinstate All Doors : Restores all doors to their normal state, unless a 

designated unlock input is active (see the TruPortal Software User Guide 

for details). 

¶ Lockout All Doors : Locks all doors and ignores credentials, so that 

nobody can enter or exit. After issuing this command, reinstate all doors 

so that individual doors can be controlled directly. 

¶ Unlock All Doors : Releases the locks on all doors, allowing free access 

and egress. After issuing this command, reinstate all doors so that 

individual doors can be controlled directly. 

Right-clicking a door icon provides the following lock/unlock operations: 

¶ Unlock : Releases the lock on the door, allowing free access and egress 

until the door state is changed by either a reader schedule or a global (ñall 

doorsò) command. 

¶ Reinstate : Restores the door to default behavior based on the schedule. 

¶ Lockout : Locks the door and ignores credentials so that nobody can enter 

or exit. 

¶ Secure : Locks the door. 

Trigger outputs  

Select Trigger Outputs in the Access Control panel context menu to view a list of 

outputs configured in the panel. 
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Context Menu Option  

 

 

Trigger Outputs window  

 

Toggle the trigger output switches to the on position (green) or off position as 

needed. 

Trigger actions  

Select Trigger Actions in the Access Control panel context menu to view a list of 

Actions configured in the panel. 

Context Menu Option  

 

 

Trigger Actions window  

 

To activate actions, click the Activate button. To deactivate actions, click 

the Deactivate button. 
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Recent activities  

Select Recent Activities in the Access Control panel context menu to view a list 

of time stamped events associated with each door in the panel. Click the Export 

List  button to export the list of recent activities in the CSV file format. 

 

TruPortal multisite configuration  

Under the Access Control node, a single user credential can be assigned to 

multiple TruPortal panels grouped into one site by using folders to separate sites. 

Using this logic, panels grouped under a folder belong to a single site or group of 

sites. See the example below: 

 

Notes  

¶ The panel or panels under each folder operate as a single system, and 

each system can accept a maximum of eight card formats simultaneously. 

Card format refers to the format of data containing credential ID 

information (standard 26-bit, for example) encoded in door/entrance 

access cards/badges.  

¶ The name of each card format must be unique within a system since the 

card format name is the identifier, not the format itself.  

¶ Card formats of the same name are considered the same card format in 

TruPortal. 

¶ We suggest renaming access control panels in Navigator with site-specific 

names (see example above) to make user access assignment easier. 
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To assign user access levels:  

Note: Users must be added and configured with credentials in the TruPortal web 

UI before assigning access levels in Navigator. We suggest that user names be 

as unique as possible, using a middle name or initial when applicable. See 

TruPortal Software User Guide for instructions on configuring TruPortal.  

1. Right-click an access control panel or folder and select Assign User 

Access .  

2. The Assign User Access window appears. If necessary, find a user by 

typing their name into the Search box and click Search . Select the check 

box next to the user image. Only one user can be selected at a time. 

3. Select the check box next to the credential number(s) associated with the 

user. Panels appear in the Assign User Access window, and those 

associated with the user display a green bar across the top (select Show 

Assigned Permission  in the Filter drop-down list to show only these 

panels). 

 

4. Select individual panels or click the Select All Panels  button to assign 

access levels for the user. Click Remove All Access Levels  to remove all 

access, or Refresh  to update recently assigned access levels.  

5. When finished, click Apply . 

To assign an event notification:  

Right-click a panel door icon and select Assign Event Notification . When the 

user accesses the door, an access control notification pop-up window appears 

with the userôs name, associated picture, and a notification description such as 

ñAccess Granted.ò 
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Intrusion detection integration  

Supported Aritech intrusion panels can be added to the Navigator panel. 

Intrusion areas and sensors can be monitored in the Navigator panel and/or the 

viewer panel. 

Setup prerequisites for adding an intrusion panel to Navigator  

1. The Aritech intrusion panel must run one of the following firmware versions 

for interoperability with Navigator: 

UltraSync Self-Contained HubB0403001A58P002011-33 or later 

UltraSync Modular HubB0403001A56P002005-01 or later 

ZeroWireB0403001A58P002010-31 or later 

xGenB0403001A56P002005-16 or later 

2. The discoverable Aritech intrusion panel (see step 1 for information) must 

be fully set up and functioning with intrusion areas and sensors installed 

and/or defined prior to adding it to the Navigator panel. Go to 

https://firesecurityproducts.com and download the appropriate reference 

manual and/or installation guide for details. 

3. The Aritech intrusion panel web UI must have the Enable Status 

Broadcast  setting enabled to communicate effectively with Navigator. See 

one of the reference manuals listed above for further details. 

 

Adding intrusion panels manually  

1. Right-click the Intrusion Detection node, and then select Add Panel  > Add 

Manually  from the drop-down list. The Intrusion Panel Properties window 

appears.  

Note: There is only one option for the Panel Type  so it is selected by 

default.  

2. Type a name in the Panel Title  field. Values are alphanumeric.  

3. Type the deviceôs IP address in the Panel Address  field. 
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Note: The Port  field is pre-populated with a default value based upon the 

type of device selected. If the port assigned to the device is different from the 

default value, type the correct port value in this field. 

4. Type the required values in the Username  and Password  fields. These 

fields are specific to intrusion detection and unique to each individual, and 

must be assigned by the intrusion panel administrator. The user name 

must begin with ñTruNav-.ò 

5. Select the Enable  SSL check box if required by the server.  

6. Click OK. 

Note: After clicking OK, fields highlighted with a red exclamation point indicate 

rejected values. Move the mouse pointer over the exclamation points for tips on 

why the values were invalid. All fields must be valid to successfully add a device. 

Adding intrusion panels using the discovery tool  

IMPORTANT: A wired network connection is required for device discovery. A 

device cannot be activated via a Wi-Fi network connection. 

1. Right-click the Network Switches node, and then select Add Panel  > Add 

via Discovery Tool  from the drop-down list.  

2. The Discovered Devices window displays and provides a list of available 

intrusion panels in the network. 

3. To add intrusion panels to the Navigator panel, select one or multiple 

panels from the list and click Add .  

4. Type the required values in the Username  and Password  fields. These 

fields are specific to intrusion detection and unique to each individual and 

must be assigned by the intrusion panel administra0tor. The user name 

must begin with ñTruNav-.ò 

5. Expand the Intrusion Detection node to view all panels added to the 

system. Upon successful connection, the Navigator populates the 

respective sensors under each switch. 

Configuring a map for intrusion notifications  

A map can be configured for intrusion notifications that will appear in the Notifier 

(see ñNotifier configurationò on page 97) and the Navigator panel. Notifications 

from cameras linked to intrusion sensors or areas appear in the Notifier as video 

links. 

To add an intrusion area to a map:  

1. Right-click a map in the Navigator panel and select Configure Map . 

2. Expand the Areas folder under the intrusion panel name, and then drag 

and drop an intrusion area icon onto the map. 
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3. Resize and move the intrusion area as needed. The fill color of the 

intrusion area can be changed by right-clicking the area and selecting 

Color .  

 

 

To add an intrusion sensor to a map:  

1. Right-click a map in the Navigator panel and select Configure Map . 

2. Expand the Sensors folder under the intrusion panel name, and then drag 

and drop an intrusion sensor icon onto the map. A green icon appears on 

the map. 

3. Move the intrusion sensor on the map as needed. Sensors should be 

placed within a defined intrusion area. 

To link a camera to an intrusion area or sensor:  

1. In the Configure Map window, right-click an intrusion area or sensor and 

select Linked Cameras . 

2. Select the cameras to link to the intrusion area or sensor (or click Select 

All ) and then click OK. 

3. To see which cameras on the map are linked to an intrusion area or 

sensor, hold down the Alt key while clicking the area or sensor icon and 

orange boxes appear around the connected camera icons.  
























































































































































































































































































